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Energy Efficiency Solutions

AD2000W1
AD2001W1

AD2000W1N 
AD2000W22N

AP2000W1
AP2001W1

AP2000W22
AP2001W22

Dual (Ultrasonic and Passive Infrared)
Single Circuit Dual Circuit

Description Color 1 button
Auto control  
with no button 2 buttons

Auto control  
with no button

Selectable Manual/
Auto ON

Ivory
Light Almond
White

AD2000I1
AD2000LA1
AD2000W1

AD2000I1N
AD2000LA1N
AD2000W1N

AD2000I22
AD2000LA22
AD2000W22

AD2000I22
AD2000LA22
AD2000W22

Manual ON (Vacancy) Ivory
Light Almond
White

AD2001I1
AD2001LA1
AD2001W1

—
—
—

AD2001I22
AS2001LA22
AD2001W22

—
—
—

Selectable 
Manual/Auto ON with 
neutral wire

Ivory
White

ADN2000I1
ADN2000W1

—
—

ADN2000I2
ADN2000W2

—
—

Passive Infrared
Single Circuit Dual Circuit

Description Color 1 button 2 buttons

Selectable Manual/
Auto ON.

Ivory
Light Almond
White

AP2000I1
AP2000LA1
AP2000W1

AP2000I22
AP2000LA22
AP2000W22

Selectable Manual/
Auto ON
with neutral wire

Ivory
White

APN2000I1
APN2000W1

—
—

Manual ON (Vacancy) Ivory
Light Almond
White

AP2001I1
AP2001LA1
AP2001W1

AP2001I22
AP2001LA22
AP2001W22

800W Incandescent/Electronic Ballast, 5A LED, 1/6 HP at 120V AC, 1800W Electronic Ballast, 5A LED ,  
1/6 HP at 277V AC.

Adaptive Technology Wall Switch Sensors


