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Unique cone seal 
prevents dirt 
and debris from 
collecting at the 
cable entrance

Keyed interior for 
easy installation

PBT strain relief nut 
provides unparalleled 
impact resistance 

Hubbell’s patented Gotcha® ring 
and collapsible bushing yields 
the industry’s best strain relief

All stainless steel hardware 
and corrosion resistant 
connection points

High conductivity 
brass termination

Watertight  
Wiring Devices
Top Level Performance  
for Demanding Environments

Cone seal adjusts 
to any cable range

Corrosion resistant 
connection points

Strain relief nut seals on  
the body, eliminating typical 
areas of debris collection

Free-floating cap allows 
unwanted material to wash 
away during sanitation

Smooth body design minimizes 
collection points simplifying the 
wash down process

Triple bypass seal keeps 
water away from electrical 
connections and works with 
previously installed devices

IP69k

WATER TREATMENT FOOD PROCESSING AEROSPACE MANUFACTURING
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Ericson Woodhead/Molex Leviton

UL Tested, Witnessed, and Passed X X X

Compatible with the following manufacturers:

Our watertight products are designed to improve performance associated 
with older design industry standard products.

Check our our full line  
of Watertight and Harsh Location products.

Problem 1 

No Cord Grip
The cord grip can pull away 
from the connector, causing 
a shock hazard.

Watertight  
Wiring Devices

IP69k

Problem 2

Exposed Threads
The back nut does not seat 
flush against the body of the 
connector, leaving hard to 
clean exposed threads which 
can lead to bacteria growth.

Problem 3

No Cone Seal
A lack of seal where the cord 
enters the connector allows 
water to pool.

Problem 4

Tight Closure Straps
Tight closure straps are hard 
to clean.


