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Molded-In Wallplates

Molded-In Wallplates for Voice and CATV/Satellite, 1-Gang
Standard

Jack One RJ11 Jack One RJ11 Jack – –
One Cat 5e 110 Punch- 
Down, One RJ11 Jack

F-Connector
One F-Type Coupler 
Bulkhead

One F-Type Coupler 
Bulkhead

One F-Type Coupler 
Bulkhead

Duplex F-Type Coupler 
Bulkhead

One F-Type Coupler 
Bulkhead

Position 6-Position 6-Position – – 6-Position

Conductors 6-Conductor 4-Conductor – – 4-Conductor

Type Female to Female Female to Female Female to Female Female to Female Female to Female

Black – – – – NS790BK
Brown – – – – NS790
Gray – – – – NS790GY
Ivory NS748I NS747I NS750I NS752I NS790I
Light Almond NS748LA NS747LA NS750LA – NS790LA
White NS748W NS747W NS750W NS752W NS790W
Mid-Size

Jack One RJ11 Jack

F-Connector One F-Type Coupler Bulkhead One F-Type Coupler Bulkhead

Position 6-Position –

Conductors 6-Conductor –

Type Female to Female Female to Female

Ivory NS755I NS751I
Light Almond NS755LA NS751LA
White NS755W NS751W

See page V2 for color chart


