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450L Plug-In products (See Table):

1.) 2.) 3.) 4.)

All dimensions:
mm [inch]
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Plant Code
5601 = Vendor Bretten
5601 = Vendor Sulecin

Manufacturing Date: 
YYWWVendor ID 

Cataloge NumberNumber of DIP-Switches
(See table 1)

Artwork Bag label :

Artwork over packaging label:

Attention:
Artworks shows all possible fields/data (see page1).
Printed labels might show less fields/data (see page1).

K

L

A

J

CF H G E D

H

F

C GED

Artwork Product (flag) label :

F

HG EDC

B

K L
L

K

All dimensions:
mm [inch]

B

J

Marking Detail :
DECLARATION OF LETTERS

A Qty barcode: EAN128 with AI

B 2D QR Code
C Country of Origin

D Manufacturing date YYWW

E Revision Number

F SAP Number Material Master

G Vendor ID (RA WUP)

H Series Number

J EAN/UPC
K Catalog Number

L Part Name
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2.

A.)

Bag:
Material: Antistatic
Color: Blue/transparent

3.

1.

450L Plug-In product Packaging :

B.) D.)C.)

All dimensions:
mm [inch]

PACKAGING CONTENT
NR. QTY. COAST NR. NAME
1 1 995-300 009 ESD-Bag_300*200

2 1 See table See table 

3 0 995-300 018 Et_Bag Plug-in Template

4 1 995-300 024 Label white paper 127x 36mm
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Change History (ECR)
VERSION 

NO.
RELEASE 

NO.
CHANGE 

NO.
CHANGE 

DATE
CHANGED 

BY SHORT DESCRIPTION OF CHANGE

00 00 E1 27.05.2014 CHA Initial Drawing

01 1 E2 22.10.2015 NHI Added Plug-in 995-500 091,092,095,096 to the table

02 2 E3 10.05.2016 JSA Overwork of page1;added page 2 (Labeling) and page 3 (Packaging)
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