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ING INSTRUCTIONS MUST BE COMPLIED WITH TO AVOID RISK OF PERSONAL 
PERTY DAMAGE AND POOR LAMP PERFORMANCE. 

RE RISKS:  This Mercury lamp is constructed of an outer glass bulb with an internal arc-tube made of 
Mercury arc-tubes operate at high pressure and at very high temperatures and can unexpectedly rupture 
ternal causes or external factors such as a ballast failure or misapplication.  An arc-tube rupture can 

d shatter the outer glass bulb resulting in the discharge of glass fragments and extremely hot quartz 
.  In the event of such rupture, THERE IS A RISK OF PERSONAL INJURY, PROPERTY DAMAGE, 
 AND FIRE.   

UCE THESE RISKS: 

ly operate lamp with compatible ballast and fixture.  (See catalog for specific information.) 
ture lens/diffuser material must be able to contain hot lamp fragments (as high as 1832°F, 

00°C).   If you are uncertain, contact your fixture manufacturer. 
ver expose an operating lamp to moisture (such as rain, sleet, or snow). 
place lamp if outer glass bulb is scratched, cracked or damaged in any way. 

ectrically insulate any metal support in contact with the outer bulb to avoid glass 
composition. 
place lamp at or before the end of rated life.  (See catalog for rated life.) 

ICAL SHOCK AND BURN  HAZARD:  Do not remove or insert lamp while power is on.  If outer glass 
 broken, shut off power immediately and remove lamp after it has cooled. 

IOLET  RADIATION  EXPOSURE:   
G: This  lamp  can  cause  serious  skin  burn  and  eye  inflammation  from  shortwave  ultraviolet  
  if  the  outer  envelope  of  the  lamp  is  broken  or  punctured.    Do not use  where  people  will  
for  more  than  a  few  minutes  unless  adequate  shielding  or  other  safety  precautions  are  used.    
that  will  automatically  extinguish  when  the  outer  envelope  is  broken  or  punctured  are  
cially  available.  This  product  conforms  to  the  following  federal  regulations:  U.S.A.:  21 CFR 
 and CANADA:  SOR/80-381. 

LATION: 
rew lamp firmly but not forcibly into socket to avoid breakage. 
 avoid damaging a lamp, never install it into an ordinary household socket. 
is lamp may be operated in any position. 

 ARC-TUBE: Take care in handling and disposing of this lamp. If arc-tube is broken, avoid skin contact 
 of the contents and fragments. See Product Safety Data Sheet for further details. 
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