
Plumbing code requires that Backwater Valves are accessible for 
maintenance and servicing in most jurisdictions. The traditional method 
for in-ground installations is costly and time consuming, requiring a large 
concrete pit with and access lid to be built. The Mainline Straight-Fit™ 
simplifies in-ground installations with an innovative removable extended 
flapper system, allowing for easy ground level access at any depth.

The Straight-Fit™ Backwater Valve features a patent ending flapper, designed 
to smoothly guide cleaning and surveying equipment through the BWV, also 
allowing for safe withdrawal of the same, minimizing risk of damage to the 
flapper. The addition of a Smart-Curve™ snake guide also prevents damage 
to the valve bodyduring snaking from the main access.

The Straight-Fit™ Valve body design has minimal slope, making it ideal for new 
installations and retrofits.

P l u m b i n g  S o l u t i o n s

BULLETIN

• Straight-Fit design allows valve to 
be installed in any system, new or 
retrofit

• Double hinged flapper design 
stays aligned and reduces flow 
restrictions 

• Valve extended using  standard 
Schedule 40 Pipe 

• Smart-Curve™ technology reduces 
risk of damage when snaking lines

• Gasketed flapper design

• Optional Test gate for system 
pressure testing (coming soon)

Features and Benefits:

Backwater Valves

BUMENAIP190909U © 2022 IPEX  

Extendable MainlineTM Straight-FitTM Backwater Valves provide 
easy access to your backwater valve without installing costly 
concrete vaults

Contact us
Visit our website: ipexna.com /   
enduragreasemanagement.com

Eastern U.S. Toll free: (800) 463-9572 

Western U.S. Toll free: (888) 461-5307

Mainline, Adapt A Valve, Smart-Curve and Straight-Fit are 
Registered Trademarks of Mainline Backflow Products Inc. All 
trademarks remain the property of their respective owners and 
are used with due permission.

Optional 
Pressure Test 
Gate

4” & 6” DWV 
models available

Profiled Smart-Curve™ flapper 
deflects gate away when  feeding 
or retracting cleaning cables

Smart-Curve™ guide 
protects valve body 
during snaking

Hub accepts 
standard schedule 
40 DWV pipe

Double Hinged 
Flapper

Extension 
adapter for easy 
flapper access

Available in
ABS and PVC

Standards:



Extendable Backwater Valves

Straight-FitTM Extendable Backwater Valve

Material Size Part Number

ABS 3” 123263ST

ABS 4” 123264ST

ABS 6” 123266ST

PVC 3” 223263WST

PVC 4” 223264WST

PVC 6” 223266WST

Typical Installations

Flap closed 
during backflow 
from sewer line

Valve extension 
standard Schedule 
40 DWV Pipe 
(sold separately)

Cleanout Cap 
(sold separately)

Flapper Cassette 
3/4” PVC 
Extension Pipe 
(sold separately)

To Sewer

4” or 6” Sizes 
available

From Home

Flap opens under 
normal flow conditions

Built-in drainage slope
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Material Z1 Z2

3” Size Models

ABS 5.702” 0.318”

PVC 5.719” 0.318”

4” Size Models

ABS 7.885” 0.371” 

PVC 7.863” 0.383”

6” Size Models

ABS 10.485” 0.472” 

PVC 10.494” 0.472”

Z1

Z2


