
ELECTRICAL SOLUTIONS

Order number of pieces required, in multiples of Standard Package Quantity. Prime items appear in BOLD.
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Metric Fork Terminals, Vinyl Insulated – Funnel Entry

• Continuously molded design provides reliable, consistent
performance through the applicator for a high quality termination
every time 

• Fork design provides for fast and easy installation, without the
need to remove fastener

• Insulation support helps to prevent wire damage in
bending applications

• UL Flammability UL 94V-0, maximum insulation temperature
221°F (105°C)

• UL and CSA rated up to 600 V per UL 486A/B
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Type PMV-FB

For applicator information, see page D1.143.
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PMV1-3FB-3K

0.5 – 1.0 Red 3.7

M3 19.8 5.8 5.1

CD9-1A CD-800-1

3000

PMV1-4FB-3K M4 21.3 8.1 5.8 3000

PMV1-5FB-3K M5 21.8 9.0 6.4 3000

PMV1-6FB-3K M6 26.2 11.2 8.4 3000

PMV2-3FB-3K

1.5 – 2.5 Blue 4.3

M3 19.8 5.9 5.1

CD9-2A CD-800-2

3000

PMV2-4FB-3K M4 21.3 7.9 5.8 3000

PMV2-5FB-3K M5 21.8 8.6 6.4 3000

PMV2-6FB-3K M6 26.2 11.2 8.5 3000

PMV6-4FB-2K

4.0 – 6.0 Yellow 5.7

M4 25.9 7.9 6.2

CD9-3B CD-800-3

2000

PMV6-5FB-2K M5 25.9 9.7 6.2 2000

PMV6-6FB-2K M6 28.7 11.0 8.2 2000


