
s p e c i f i c a t i o n s
The In-Line Fiber Splice Closure shall house, organize, manage and protect 
fiber optic cables and splices. The closure shall be hermetically sealed 
and provide IP68 rated protection when properly used with the provided 
grommet, to seal cable entry and exits. The closure shall be validated to 
accommodate a maximum of 96 single fusion fibers or 288 ribbon fusion 
fibers, when the appropriate tray is installed. To be included are the closure 
assembly, and grommet kit.

t e c h n i c a l  i n f o r m a t i o n
Dimensions: 18.7"W x 10.0"L x 3.7"H (475 x 254 x 94mm)

Standards: Telcordia® GR-771-CORE Buried, Underground

Ingress Protection: IP68

k e y  f e a t u r e s  a n d  b e n e f i t s
Hinged cover Allows for quick, easy access to the closure interior

Versatile splice 
management

Internal organizer manages single fusion fiber tube or ribbon fusion fiber trays

Robust exterior 
construction

Hard molded closure and cover allows a variety of installation options, including direct bury, 
manhole, and hand-hole

IP68 rated Grommet sealed cable entry and exits protect splices from moisture and environmental debris

a p p l i c a t i o n s
The In-Line Fiber Splice Closure protects spliced fibers in a hermetically sealed encasement and can be installed 
underground or in a man/hand-hole. Grommet kits are included to allow for flexibility in cable size, while sealing entry/
exit points to provide an IP68 rated seal. The closure accepts either ribbon or buffer fiber splice trays without the need for 
additional installation hardware, allowing for versatility in splicing and organization. The cable restraint hardware inside the 
closure provides proper pull-out strength and restricts the strength member from pistoning inside the closure.
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Outdoor In-Line Closure

s e l e c t i o n  i n f o r m a t i o n
Part Number Description

OFCI1810BR In-Line closure, 18.7" x 10", accepts single fusion and ribbon fiber trays, includes grommet kit: 
(1) 2-hole 0.42"-0.60", (2) 1-hole 0.40"-0.60", and (1) 4-hole 0.30"-0.43".

Accessories Description Maximum Tray Capacity

OFC24SST Single Fiber Splice Tray, 24 Ct. 4

OFC144RST Ribbon Fiber Splice Tray, 144 Ct. 2

Dimensions are in inches.
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