
THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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G03597BI/00

G03597BI_DC/05A GB0239DI CUST DWG

05A 8/28/2023 RVU JEFP MSAD B. CREATED NEW SHEET 1 OF 2 AND 2 OF 2.
A. COMBINATED FROM GB0239HA TO GB0239DI CUST. DWG. GAECN06878

REV DATE BY CHK APR DESCRIPTION ECN

TITLE

SPIRAL WRAP
CUSTOMER DRAWING

ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:
UNLESS OTHERWISE SPECIFIED,

DIMENSIONAL TOLERANCES ARE: IN [mm]

SEE TABLE.X .XXX 

.XX ANGLES 

DRAWING NUMBER:
THIRD ANGLE
PROJECTION GB0239DI

DRAWN BY DATE CHK SCALE SIZE

RVU 8/28/2023 MSAD NONE SHT 1 OF 2 A

"B"
NOMINAL "T"

"A" DIA
SEE NOTE 3

PANDUIT
Spiral Wrap
Cut Tubing

T 16
 X = 10   feet
 Q = 25   feet
 L = 50   feet
 C = 100  feet
 T = 200  feet
TL = 250  feet
 D = 500  feet
 M = 1000 feet

F
Outside
Diameter
 12 = 1/8" ( 3.17mm)
 25 = 1/4" ( 6.35mm)
 38 = 3/8" ( 9.52mm)
 50 = 1/2" (12.70mm)
 62 = 5/8" (15.87mm)
 75 = 3/4" (19.05mm)
100 = 1"   (25.40mm)

C

COLOR AVAILABILITY

F  = POLYETHYLENE &
     WEATHER RESISTANT
     POLYETHYLENE
R  = V2 FLAME RETARDANT
FR = V0 FLAME RETARDANT
N  = NYLON
T  = TEFLON

Example:   T25F-C16

Color Suffix
See Table
Below

NZFR = VO FLAME RETARDANT
       HALOGEN FREE NYLON

25

COLOR COLOR
SUFFIX POLYETHYLENE

NATURAL
(CLEAR)

LEAVE
BLANK X

WEATHER
RESISTANT

BLACK
0

BLACK 20 X
BROWN 1 X

RED 2 X
ORANGE 3 X
YELLOW 4 X
GREEN 5 X
BLUE 6 X

PURPLE 7 X
GRAY 8 X
WHITE 10 X
PINK 16 X

FLAME RETARDANT
POLYETHYLENE
V0 RATING

FLAME RETARTANT
HALOGEN FREE
NYLON VO RATING

NYLON TEFLON

X X

X

X

WEATHER
RESISTANT
POLYETHYLENE

FLAME RETARDANT
POLYETHYLENE
V2 RATING

FLAME RETARDANT
POLYETHYLENE
V0 RATING

NATURAL COLOR
IS WHITE

NATURAL COLOR
IS WHITE

X

X X

NOTES:
1. REFERS TO PANDUIT CATALOGS FOR ANY ADDITIONAL INFORMATION. 
2. FOR ROLL SIZES LARGER THAN 10 FT. SPLICING MAY OCCUR. 
    FOR ADDITIONAL INFORMATION, CONTACT TECH. SUPPORT AT 1-800-777-3300. 
3. REFER TO PANDUIT CATALOGS FOR DIMENSIONAL DATA.
4. COLORS ARE STOCKED FOR 1/4" AND 1/2" POLYETHYLENE.
    OTHER SIZES AVAILABLE, CONSULT FACTORY.
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G03597BI_DC/05A GB0239DI CUST DWG

05A 8/28/2023 RVU JEFP MSAD B. CREATED NEW SHEET 1 OF 2 AND 2 OF 2.
A. COMBINATED FROM GB0239HA TO GB0239DI CUST. DWG. GAECN06878

REV DATE BY CHK APR DESCRIPTION ECN

TITLE

SPIRAL WRAP
CUSTOMER DRAWING

ITEM REVISION NAME

DATASET FILE NAME

MATERIAL:
UNLESS OTHERWISE SPECIFIED,

DIMENSIONAL TOLERANCES ARE: IN [mm]

SEE SHEET 1..X .XXX 

.XX ANGLES 

DRAWING NUMBER:
THIRD ANGLE
PROJECTION GB0239DI

DRAWN BY DATE CHK SCALE SIZE

RVU 8/28/2023 MSAD NONE SHT 2 OF 2 A

SEE NOTE 3

"B"
NOMINAL

"T"

"A" DIA

*PANDUIT
PART

NUMBER

"A"
IN

[mm}

"B"
IN

[mm}

"T"
IN

[mm}

WEIGHT
LBS (g)/ 100 FT

T12F .125
[3.2]

.218 +/-.047
[5.5 +/-1.2]

.030 +/-.006
[0.8 +/-0.2]

0.4
(181.4)

T19F .188
[4.8]

.250 +/-.047
[6.4 +/-1.2]

.035 +/-.008
[0.9 +/-0.2]

0.6
(270.1)

T25F .250
[6.4]

.375 +/-.047
[9.5 +/-1.2]

.040 +/-.008
[1.0 +/-0.2]

1.1
(498.9)

T38F .375
[9.5]

.437 +/-.047
[11.1 +/-1.2]

.055 +/-.010
[1.4 +/-0.3]

2.2
(997.9)

T50F .500
[12.7]

.500 +/-.047
[12.7 +/-1.2]

.060 +/-.016
[1.5 +/-0.4]

3.3
(1496.8)

T62F .625
[15.9]

.625 +/-.047
[15.9 +/-1.2]

.062 +/-.020
[1.6 +/-0.5]

4.4
(1995.8)

T75F .750
[19.1]

.875 +/-.047
[22.2 +/-1.2]

.065 +/-.020
[1.7 +/-0.5]

5.6
(2539.6)

T100F 1.000
[25.4]

1.125 +/-.047
[28.6 +/-1.2]

.070 +/-.020
[1.8 +/-0.5]

8.2
(3718.7)

NOTES:
*1. SEE CURRENT PRICE SHEET FOR PART NUMBER SUFFIX DESIGNATIONIS, 
    PACKAGE SIZE AND PART COLOR. 
 2. FOR ROLL SIZES LARGER THAN 10 FT., SPLICEING MAY OCCUR.  
 3. REVERSE CUT.


