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Product data sheet
Characteristics

QO215PL5393
Mini circuit breaker, QO, 15A, 2 pole, 120/240
VAC, 10 kA, Powerlink, plug in mount, 60 in
leads

Main
Product Miniature circuit-breaker
Range QO
Current Rating 15 A
Voltage Rating 120/240 V AC
Mounting Type Plug-in
Number of Poles 2P
Ratings HACR and Switching Duty rated

HID rated
Electrical Connection Pigtail connector
Options Circuit-breaker 24 V DC

Complementary
Interrupt Rating 10 kA 120/240 V AC 50/60 Hz UL 489
Wire Size AWG 18...AWG 3 copper

Environment
Certifications UL Listed

CSA
Ambient Rating 104 °F (40 °C)

Ordering and shipping details
Category 09650 - POWERLINK QO(B)PL BREAKERS
Discount Schedule DE8A
GTIN 00785901515241
Package weight(Lbs) 1 lb(US) (0.45 kg)
Returnability No
Country of origin MX

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
REACh free of SVHC Yes
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile

Contractual warranty
Warranty 18 months

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=403079671&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=403079671&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=403079671&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=403079671&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1304033

