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FOR .50/[1:5],.75/[19] 
AND 1.00/[25] CONOUIT 

FOR 1.50/[:!18], 2.00/[51] 
AND 2.50/[84] CONDUIT 

CONDUIT ENTRY - BOTTOM VIEW 

PROVIDE AT LEAST J.00/[76] OF MOUNTING CLEARANCE ON EACH SIDE OF THE DRIVE CONTROLLER. 

E-FLEX ENCLOSED AC DRIVE 
CLASS 8839 TYPE EFD_ 

460V J0-50 HP 
208/2JOV 15-25 HP PROVIDE AT LEAST 6.00/[152] OF MOUNTING CLEARANCE ON EACH TOP AND BOTTOM OF THE DRIVE CONlROUER. 

TYPE 1 AND T'tPE 12K (WALL MOUNT) 

APRIL 2007 

E -FLEX ENCLOSED AC DRIVE 
CLASS 8839 TYPE EFD_ 

460V 30-50 HP 
208/230V 15-25 HP 

TYPE 1 AND TYPE 1 2K {WALL MOUNT) 

~ 8839-251-A 

DUAL DIMENSIONS: INCHES 
MIWMETERS 

HP HP WEIGHT 

460V 208/2JOV LB KG 

JO TO 50 15 TO 25 177 80.5 

!3I:1.JARE D 
Schneider Electric 

80461-251-5X 


