Product data sheet
Characteristics

VW3M9208

connection module for industrial connectors -
EtherCAT - 2 DI sink - STO

Complementary
Product compatibility

Main

Range of product Lexium 32i

Product or component Connector module

type

Accessory / separate Connection accessories

part category

Electrical connection Industrial connector

Drive control unit LXM32i EtherCAT

Accessory / separate part destination

Motor BMI with drive control unit Lexium 32i

Range compatibility Lexium 32i
Communication interface EtherCAT
Input/output type 2 discrete inputs
Discrete input logic Sink

Safety function
Net Weight

STO (safe torque off)
0.51 Ib(US) (0.23 kg)

Ordering and shipping details

Category

18289 - LEXIUM INTEGRATED DRIVES ACC

Discount Schedule
GTIN

PC56
03606480610943

Nbr. of units in pkg.

1

Package weight(Lbs) 1 Ib(US) (0.45 kg)
Returnability No

Country of origin DE

Packing Units

Package 1 Height 0.820 dm
Package 1 width 1.150 dm
Package 1 Length 1.700 dm
Contractual warranty

Warranty 18 months
Jul'7,2020

Lifels®n | Schneider

PElectric

The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



