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Product data sheet
Characteristics

XPSMFGEH01
Prevent a safety PLC housing - 257 x 310 x
239 mm - metal alloy - IP20

Main
Range of product Preventa Safety automation
Product or component
type

Preventa safety PLC housing

Safety module name XPS MF60
Associated module XPSMFAI801 I/O card)

XPSMFAO801 I/O card)
XPSMFCIO2401 I/O card)
XPSMFCPU22 CPU)
XPSMFDI2401 I/O card)
XPSMFDI3201 I/O card)
XPSMFDIO241601 I/O card)
XPSMFDO801 I/O card)
XPSMFPS01 24 V power supply module)

Safety use category Category 4 maximum EN 954-1
Performance level e EN/ISO 13849-1
SIL 3 EN/IEC 61508

Standards EN 50156 pending
IEC 61131
DIN V 0801
DIN V 19250

Complementary
Material Metal alloy
Type of cooling 2 fans
Device mounting 4 x Ø 14 mm elongated holes
Mounting support Vertical support
Maximum Depth 9.41 in (239 mm)
Maximum Height 12.20 in (310 mm)
Maximum Width 10.12 in (257 mm)

Environment
IP degree of protection IP20 with covering plate on unused in rack I/O card slots)
Ambient air temperature for operation 32…140 °F (0…60 °C)
Ambient air temperature for storage -40…185 °F (-40…85 °C) EN/IEC 61131-2
Relative humidity 95 % supply not connected
Operating altitude < 6561.68 ft (2000 m)
Pollution degree 2
Electrical shock protection class Class II IEC 61131-2
Electromagnetic compatibility EN/IEC 61131-2
Vibration resistance 1 gn 10…150 Hz) - 10 cycles per axis - EN 61131-2
Shock resistance 15 gn 11 ms 2 cycles per axis)EN 61131-2
Resistance to electrostatic discharge 4 KV contact EN/IEC 61000-4-2

8 kV on air EN/IEC 61000-4-2
Resistance to electromagnetic fields 9.14 V/m (10 V/m) 26…1000 MHz), amplitude modulation 80 % EN/IEC

61000-4-3
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Ordering and shipping details
Category 22478 - XPS SAFETY PLC
Discount Schedule SAF1
GTIN 03389119010856
Nbr. of units in pkg. 1
Package weight(Lbs) 8.47 lb(US) (3.84 kg)
Returnability No
Country of origin DE

Packing Units
Unit Type of Package 1 PCE
Package 1 Height 11.22 in (28.5 cm)
Package 1 width 11.81 in (30 cm)
Package 1 Length 13.19 in (33.5 cm)

Offer Sustainability
California proposition 65 WARNING: This product can expose you to chemicals including: Lead and lead

compounds which is known to the State of California to cause Carcinogen &
Reproductive harm. For more information go to www.p65warnings.ca.gov

EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS
Declaration

Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration

Contractual warranty
Warranty 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=1460938&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=1460938&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=1460938&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=1460938&lang=en-us
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Product data sheet
Dimensions Drawings

XPSMFGEH01

Dimensions

Front View

Max. module depth including screw terminals for the power supply: 239 mm/ 9.21 in.
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Product data sheet
Mounting and Clearance

XPSMFGEH01

Mounting

Air Circulation
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Minimum clearances


