Product data sheet ZCKYO071

Characteristics actuating key XCK-L - metal - 1 entry tapped
for Pg 13.5 cable gland

Main
Body type of limit switch Fixed body
Device short name XCS-L
2
3
Complementary 5
Cable entry 1 entry tapped for Pg 13.5 cable gland ‘%
Locking options description Straight key %
Material Metal %
Net Weight 0.04 Ib(US) (0.02 kg) ) z’
332
Ordering and shipping details §8%
Category 22411 - LIMIT SWITCHES,IEC,XCKJ S gg
Discount Schedule T S%ﬁ—
oox
GTIN 00785901599715 S ?;
£ 9 g
Nbr. of units in pkg. 1 ~g§§
Package weight(Lbs) 0.05 Ib(US) (0.02 kg) é ng
Returnability Yes g§ o
Country of origin FR EEE
588
Packing Units 853
cE >
Unit Type of Package 1 PCE 23 ’
Package 1 Height 0.98 in (2.5 cm) g82%
ct o
Package 1 width 4.13in (10.5 cm) SEF
Package 1 Length 1.34in (3.4 cm) %iﬁﬁ
- S5E
Unit Type of Package 2 S02 £3 E
Number of Units in Package 2 100 g f &
aaol
Package 2 Weight 6.10 Ib(US) (2.768 kg) s 22
99
Package 2 Height 5.91in (15 cm) %; §
oD T
Package 2 width 11.81in (30 cm) 2 §§
E8E
Package 2 Length 15.75 in (40 cm) ged
c28
S$38=
ZEQ
382
58
£8¢
275
FiE=
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Offer Sustainability

Sustainable offer status

California proposition 65

Green Premium product

WARNING: This product can expose you to chemicals including: Di-isodecyl
phthalate (DIDP) and Diisononyl phthalate (DINP) which is known to the State of
California to cause Carcinogen and Reproductive harm. For more information go
to www.p65warnings.ca.gov

EU RoHS Directive

Pro-active compliance (Product out of EU RoHS legal scope) B

Mercury free Yes
RoHS exemption information 7
Environmental Disclosure 7
Contractual warranty

Warranty 18 months
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http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=880044&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=880044&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=880044&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP110614EN

