Product data sheet 9998PBV08
Characteristics Replacement solenoid and rectifier kit, 8903PB
contactor, 208VAC 60Hz

Main
Product or component Solenoid and rectifier kit
type
s ap0.04 24007 Accessory / separate Class 8903 panelboard
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Complementary 3
[Ue] rated operational voltage 208 V AC 60 Hz E
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Ordering and shipping details é
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Category 21323-8903 PB 2
Discount Schedule CP1 €48
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GTIN 00785901458265 %% c
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Package weight(Lbs) 15.52 0z (439.985 g) 5 §g
Returnability No 838
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Country of origin MX 8% <
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Packing Units 832
Package 1 Height 11.43in (29.032 cm) § :‘é
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Package 1 width 4.50in (11.430 cm) 8% £
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Package 1 Length 29.03in (73.742 cm) £Z%
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Offer Sustainability 523
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) i 3 3 —%
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China RoHS Regulation 7Y 580
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Contractual warranty 525
(0] ©

Warranty 18 months b i 5
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=566383&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=566383&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=566383&lang=en-us

