
NetShelter™ SX Cabinet
Unpacking & Repacking Shock Packaging

 AR3100SP, AR3105SP, AR3107SP, AR3150SP, AR3155SP, AR3157SP, 
AR3300SP, AR3305SP, AR3307SP, AR3350SP, AR3355SP, AR3357SP

Unpacking Guide:

www.apc.com
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NOTE: If you are a System Integrator, STOP at Step .
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Repacking Guide:
NOTE: Procedure Intended for System Integrators 
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NOTE: See Foam Labels for correct placement.
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NetShelter SX Cabinet 

NetShelter SX Cabinet + Shock Packaging

Depth  Width  Height 

Weight
1070 mm
(42.1 in.)

1200 mm
(47.2 in.)

600 mm
(23.6 in.)

750 mm
(29.5 in.)

1991 mm
(78.4 in.)

2124 mm
(83.6 in.)

2258 mm
(88.9 in)

AR3100SP ● ● ● 125.09 kg (275.2 lb)

AR3105SP ● ● ● 137 kg (301.4 lb)

AR3107SP ● ● ● 138.23 kg (304.1 lb)

AR3150SP ● ● ● 155.96 kg (343.1 lb)

AR3155SP ● ● ● 155 kg (341 lb)

AR3157SP ● ● ● 169.09 kg (372 lb)

AR3300SP ● ● ● 134.09 kg (295 lb)

AR3305SP ● ● ● 141 kg (310.2 lb)

AR3307SP ● ● ● 149.55 kg (329 lb)

AR3350SP ● ● ● 161.36 kg (355 lb)

AR3355SP ● ● ● 169 kg (371.8 lb)

AR3357SP ● ● ● 185.45 kg (408 lb)

Depth  Width  Height 

Weight
1320.8 mm

(52 in.)
1105 mm
(43.5 in.)

2180 mm
(85.8 in.)

2315 mm
(91.1 in.)

2450 mm
(96.5 in.)

AR3100SP ● ● ● 242 kg (534 lb)

AR3105SP ● ● ● 248 kg (546 lb)

AR3107SP ● ● ● 254 kg (561 lb)

AR3150SP ● ● ● 271 kg (598 lb)

AR3155SP ● ● ● 278 kg (610 lb)

AR3157SP ● ● ● 283 kg (625 lb)

AR3300SP ● ● ● 246 kg (543 lb)

AR3305SP ● ● ● 259 kg (572 lb)

AR3307SP ● ● ● 273 kg (601 lb)

AR3350SP ● ● ● 275 kg (607 lb)

AR3355SP ● ● ● 288 kg (636 lb)

AR3357SP ● ● ● 302 kg (665 lb)

Maximum Installed
Equipment Weight: 
2000 lb 
(907 kg)
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Worldwide Customer Support
Contact www.apc.com/support for more information.


