Product data sheet
Characteristics

VC400LA5

FA / LA MOLDED CIRCUIT BREAKER
COMPRESSION LUG KIT (1)

Complementary
Tightening torque

Main

Circuit breaker type Standard

247.82 Ibf.in (28 N.m) 0.11...0.37 in? (70...240 mm?) AWG 2/0...500 kcmil)

Ordering and shipping details

Category

01078-DE2 MISC

Discount Schedule DE2

GTIN 00785901093039
Package weight(Lbs) 6.08 0z (172.365 g)
Returnability Yes

Country of origin us

Offer Sustainability

California proposition 65

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.govDINP,
which is known to the State of California to cause cancer, and DIDP, which is
known to the State of California to cause Birth Defects or other reproductive
harm.For more information go to www.p65warnings.ca.gov

EU RoHS Directive

Contractual warranty
Warranty

Not applicable, out of EU RoHS legal scope

18 months
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The information provided in this documentation contains general descriptions and/or technical characteristics of the performance of the products contained herein.

This documentation is not intended as a substitute for and is not to be used for determining suitabil

reliability of these products for specific user applications.

It is the duty of any such user or integrator to perform the appropriate and complete risk analysis, evaluation and testing of the products with respect to the relevant specific application or use thereof.

Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.



