HORIZONTAL CROSS
BUS SYSTEM INCLUDES
EXCLUSIVE VISI-TITE
JOINT-NUTS TO MAKE
ALL PHASE AND NEUTRAL
CONNECTIONS BETWEEN
TWO EZM UNITS.
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NOTES:
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INDOOR ONLY
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.31 DIA DUAL DIMENSIONS:
[8] MILLIMETERS
.42 DIA .10 X .40 SLOT
[11] (21 1] SYSTEM SERVICE CATALOG
SEAL BRACKET T(TIE’)E PRE%\S%ED NUMBER DESCRIPTION
EZM1CORNER BUSSED CORNER SECTION
(INDOOR ONLY) (INSIDE ELBOW)
19 3w 19 3w EZM1ELBOW BUSSED ELBOW SECTION
120/240 VAC 120/240 VAC (INDOOR ONLY) (OUTSIDE CORNDER)
EZM1EXT6 6” BUSSED EXTENSION SECTION
EZMTEXT 12” BUSSED EXTENSION SECTION
EZM3CORNER BUSSED CORNER SECTION
(INDOOR ONLY) (INSIDE ELBOW)
30 4w 3@ 4W
208Y/120 VAC OR | 208Y/120 VAC OR (IEEZ)QASEL%%Y_VY) BU(SOSUET%lglE‘ngREEE)EQ)ON
240/120 VAC DELTA | 240/120 VAC DELTA
EZM3EXT6 6” BUSSED EXTENSION SECTION
EZM3EXT 12" BUSSED EXTENSION SECTION

FINISH — GRAY BAKED ENAMEL POWDER COAT PAINT OVER CLEANED GALVANNEALED STEEL.
UL LISTED — FILE E—-131840, VOL M.

MAIN HORIZONTAL CROSS BUS RATED AT 1200 AMPERES.
GANGABLE MULTI-METERING EQUIPMENT IS DESIGNED FOR WALL MOUNTING ONLY
(NOT SUITABLE FOR FLOOR STANDING EQUIPMENT).
UNMETERED COMPARTMENTS ARE SEALABLE BY UTILITY.

EZ METER—PAK GANGABLE
MULTI-METERING EQUIPMENT
1200A BUSSED CORNER SECTIONS — INDOOR NEMA TYP
ENCLOSURES — 1200A BUSSED EXTENSION SECTIONS
RAINPROOF NEMA TYPE 3R ENCLOSURES
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