KNOCKOUTS

SYMBOL | A B C D E F G
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INCHES
DUAL DIMENSIONS: MILLIMETERS
CATALOG MAXIMUM MAIN MAXIMUM NUMBER MAIN WIRE
NUMBER SYSTEM AMPERE SPACES OF SINGLE POLE SIZE AWG
VOLTAGE RATING CIRCUITS AL/CU
Q0140M225P 40 60
QO0142M225P
225
Q0142L225PG
QO0142L225PGC 120/24OVAC #4_300
Q0142M200P 19 3W 42 52
Q0142M200PC 200
QO0142M200PCMR
Q0142M150PC 150

FINISH — GRAY BAKED ENAMEL ELECTRODEPOSITED OVER CLEANED PHOSPHATIZED STEEL.
UL LISTED — FILE E-6294

NEUTRALS -

INSULATED GROUNDABLE.

LOAD CENTERS WITH "G”
LOAD CENTERS WITH "P”
LOAD CENTERS WITH "MR”
LOAD CENTERS WITH "C”

IN CATALOG NUMBER INCLUDE A FIELD INSTALLABLE EQUIPMENT GROUND BAR KIT.

IN CATALOG NUMBER INCLUDE EXTENDED NEUTRALS FROM PLUG ON NEUTRAL READY INTERIORS.

IN THE CATALOG NUMBER INCLUDES A WISER MONITORING KIT.
IN' CATALOG NUMBER INCLUDE FLUSH/SURFACE MOUNTED COVER.

QO PLUG—ON NEUTRAL LOAD CENTERS
GENERAL PURPOSE NEMA TYPE 1 ENCLOSURE
INDOOR
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