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1YPICAL MOUNTING OF BO. BG. BJ. BK. 
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1YPICAL BOX 
SIDE VIEW 

FRONT CENTER REAR 
BUS BUS BUS 

BRANCH CONNECTION PHASING 
IS DETERMINED BY 

CIRCUIT BREAKER SELECTION 

I-LINE HCM PANELBOARDS MEET THE APPLICABLE REQUIREMENTS 
OF UL AND CSA. 

BOX: CODE GAUGE STEEL WITH REMOVABLE BLANK ENDWALLS. MAXIMUM 
MAIN BREAKER 

FRONT: CODE GAUGE STEEL. GRAY BAKED ENAMEL FINISH ELECTRODEPOSITED 
OVER CLEANED PHOSPHATIZED STEEL. 

AMPERE RATING 

LOCK: (COVERS WITH DOORS) 73.00/[1854] - 91.00/[2311] HIGH FRONTS 
HAVE (2) FLUSH LOCKS WITH NSR-251 KEY. 
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FLUSH SURFACE 
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( 4 PIECE TRIM - NO DOOR) 

DUAL DIMENSIONS: INCHES 
MILLIMETERS 

BRANCH BREAKER H A 
MOUNTING SPACE 

(INCHES) IN MM IN MM 
36 79.00 2007 47.10 1196 
72 97.00 2464 65.10 1654 

I-LINE HCM VERTICAL MCB 
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