REV DESCRIPTION BY DATE — |- —— | ——/ —

FLUSH 3425
MOUNTING _ [870]
22.00 ~8.00 SURFACE _ 32.25
[559] [152] MOUNTING  [819]
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N L1.75 1,754 1o Jeso | TYPICAL FRONT
[45] [44] [51] [241] CONTINUOUS 1.79 2.79
32.00 HINGE ] 1 =
[813] TYPICAL BOX SURFACE FLUSH
TYPICAL BOX WITH INTERIOR SIDE VIEW

CENTER

BUS BUS
TYPICAL MOUNTING OF BD, BG, BJ, BK,
FA, FC, FD, FG, FH, Fl, FJ, Ao
FK, FY, HD, HG. HJ, HL, JD, -
JG, JJ, JL, KA, KH Q2, Q2H, Q2-H,
QB. QD. QG., QJ OR QO BREAKERS co

BRANCH CONNECTION PHASING
IS DETERMINED BY
CIRCUIT BREAKER SELECTION
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s ]

TYPICAL FRONT
(4 PIECE TRM — NO DOOR)

REFER TO DP CATALOG CLASS 2110 FOR ADDITIONAL INFORMATION

I-LINE HCM PANELBOARDS MEET THE APPLICABLE REQUIREMENTS puaL DiMensions: INCHES
OF UL AND CSA. MILLIMETERS
BOX: CODE GAUGE STEEL WITH REMOVABLE BLANK ENDWALLS. MAXIMUM BRANCH BREAKER H A
MAIN BREAKER | MOUNTING SPACE
FRONT: CODE GAUGE STEEL. GRAY BAKED ENAMEL FINISH ELECTRODEPOSITED AMPERE RATING (INCHES)
OVER CLEANED PHOSPHATIZED STEEL. IN MM IN MM
600,/800 36 79.00 2007 | 47.10 ] 1196
LOCK: (COVERS WITH DOORS) 73.00/[1854] — 91.00/[2311] HIGH FRONTS 72 97.00 | 2464 | 65.10 [ 1654
HAVE (2) FLUSH LOCKS WITH NSR—251 KEY.
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