ADDITIONAL NOTES:

32.39 WHEN USED AS SERVICE EQUIPMENT, INSTALL BONDING STRAP AND DISCARD EQUIPMENT GROUND LUG.
[823] 13.70 ATHIS LUG IS AVAILABLE FROM SQUARE D. ORDER CATALOG NUMBER CMELK4, KIT INCLUDES 4 LUGS.
16.20 [348]
[411] THE FOLLOWING LUGS MAY BE INSTALLED ON THE LINE LUG PADS.
CATALOG WIRE RANGE, CRIMPING TORQUE
@) | 41 MANUFACTURER | NuMBER AWG,/KCMIL ToOL LB—IN
.25/[6] DIA. [10] ANDERSON | VHCL50012BN 7/0-500 CU VC63, VC7, VC6FT, VC7FT | —
ANDERSON | VHCL60012BN 250-600 CU VCBFT, VC7FT, VC8 -
CLOSING PLATES SUPPLIED . e N ¥ ANDERSON | VHCL75012BN 500-750 CU VC6FT, VC7FT, VC8 -
3‘44 REMOVE PRIOR TO ’ HANGING \?R ? 1‘29 ANDERSON VACL50012BN 4/0—500 CU-AL VC63, VCBFT —
8717 ! CONNECTING BRANCH UNIT MOUNTING / . [33] ANDERSON | VACL60012BN |350—600 AL/350—500 CU VCBFT, VC8 —
%—‘5‘ o —1P '5‘@} AND REINSTALL AT END RAIL .38 ¥ >/ ANDERSON | VACL75012BN | 500-750 AL/500 CU VCEFT, VC8 -
:lQl:E ] ol OF LINE-UP. [10] | ANDERSON | VCELO5012H2 2/0-500 CU—AL VC63, VCBFT —
% o o[l @J'/— HORIZONTAL CROSS BUS — A 1.50 51 ANDERSON VCELO6012H2 [400—600 AL/400-500 CU VCBFT -
| @l EXCLUSVE VISI-TITE =) 50/[13) DA="1— 135771 = T[13] ANDERSON | VCELO7512H2 | 500—750 AL/500 CU VCBFT -
%:él ! | ! JOINT-NUTS TO MAKE ANDERSON | VCELC05012H2 250—500 CU VC63, VC7, VC6FT, VC7FT | —
% ! ! 00 @1. ALL PHASE AND NEUTRAL |:;; llsco 2ACL-600 250-600 CU—AL IDT-12 -
Lo T T e Sl CONNECTIONS BETWEEN 3 TOP MOUNTING BRACKET lisco TA—600—2NA 2-600 CU—AL - 375
| : moc] ™~ TWO EZM UNITS. G lisco TA—800—2N 300-800 CU-AL - 500
L 2 o N NEUTRAL lisco TA—1000—2N 500—1000 CU—AL - 500
DISCONNECT LINK. 66.27 .38/[10] DIA — lisco PB2—600—2N 2-600 CU—AL = 500
N— . —600— 2—600 CU—AL —
LTINS, Tieen s e _ =
N AS SERVICE EQUIPMENT) = I n [ 45] CMC L1D2-800 300-800 CU—AL - 550
EQUIPMENT GROUND LUG - - - -
50.09 5 1/2—1C3MCMOUNTINGLI1\IB12'S 1|9c(>)|g LINE ngg e 2
[1272] [20] .y 375
1.50
82 \ [38] AQD o
: LINE
[808] E,E[L)JTRAL BOTTOM MOUNTING BRACKET LoAD BYZ ° | 0AD
Co o
g " °
® ® ®
NEUTRAL —
.31/[8] DIA. (‘"{"{ DISCONNECT
n = n < CIRCUIT BREAKER—/A@T B@T CQT &~ anose
) .10/[3] X .40/[10] SLOT LUGS WHEN
Liz?%%?‘" 5[‘13] 42/[11] DIA. ’gg%‘ ,gég ’\8:5%@‘ REQUIRED
130 888
32.20 12.75 SEAL BRACKET LINE N
'«— [618]—" [324] BOX BONDING
WHEN REQUIRED EQUIPMENT GROUNDING
WHEN REQUIRED
{ LINE PHASE AND NEUTRAL
SYSTEM MAIN LUG LANDING PADS PROVIDED GROUND LUG
7.79 KNOCKOUTS TYPE RATING Nty MAIN CIRCUIT BREAKER FOR USE WITH CRIMP—TYPE WIRE RANGE
.30 [198] (AMPERES) (FACTORY INSTALLED) LUGS(2—HOLE MOUNTING) (FACTORY INSTALLED)
(813 9 sympoL |-SONDUIT SIZE QUANTITY OF LUGS PER PAD.
T f IN MM
<—30'4O A .50 13 1000 EZM31000GCBE PGF36100U31A 3 (ORDER LUGS SEPARATELY 1 6—300
[772] AB
B 75 | 19 rosy /31f22’ AP 1000 EZM31000JCBE PJF36100U31A 3 (ORDER LUGS SEPARATELY) (1) #6-300
240/120VAC DELTA 1200 EZM31200GCBE PGF36120U31A 3 (ORDER LUGS SEPARATELY) (1) #6-300
NOTES:
EII[\IISLETEDGRAT:IL?EAPEE% 1EBI1AOME\I/_OEOV'\;DER COAT PAINT OVER CLEANED GALVANNEALED STEEL. 1200 EZM31200JCBE PJF36120U31A 3 (ORDER LUGS SEPARATELY) (1) #6-300

SUITABLE FOR USE AS SERVICE EQUIPMENT.

MAIN HORIZONTAL CROSS BUS RATED AT 1200 AMPERES.
MAIN DEVICES ARE SEALABLE BY UTILITY.
GANGABLE MULTI-METERING EQUIPMENT IS DESIGNED FOR WALL MOUNTING ONLY.

(NOT SUITABLE FOR FLOOR STANDING EQUIPMENT.)
*1200A MAIN CIRCUIT BREAKER MUST BE CENTER MOUNTED WHEN USED WITH BRANCH DEVICES

WITH MAIN BUS RATED 800A.

MEETS EUSERC STANDARDS FOR WEST COAST BASED UTILITIES.

. INCHES
DUAL DIMENSIONS: MILLIMETERS

EZ METER—PAK GANGABLE
MULTI=METERING EQUIMENT
1200A 3PH 4W MAIN CIRCUIT BREAKER DEVICES
UNDERGROUND FEED ONLY
RAINPROOF NEMA TYPE 3R ENCLOSURES
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