ADDITIONAL NOTES: A OCKOUTS
WHEN USED AS SERVICE EQUIPMENT, INSTALL BONDING STRAP AND REINSTALL GROUND LUG WHERE
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STRAP PROVIDED ==X 38 DIA_ E j } mEoURED
Nl (FIELD INSTALL WHEN USED _ 49,37 [10] A -- ¢" }
: S\ AS SERVICE EQUIPMENT) | [1254] {77  MOLDED CASE swiTcH— [A2¢ B2¢$CO
- 5 GROUND -E + 45
LINE LUG o d N
PHASE 1 LINE l LINE GROUND WHEN
PADS N\ NEUTRAL 78T BOX BONDING REQUIRED
22.01 PAD 0]~ |..1.50_] WHEN REQUIRED
[559] [38]
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TYP SYSTEM MAIN CATALOG SWITCH . |300V CLASS T FUSES|LUG LANDING PADS PROVIDED| WiRE RANGE
SEAL BRACKET TYPE RATING NUMBER (FACTORY (ORDER SEPARATELY) | FOR USE WITH CRIMP-TYPE (FACTORY
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NOTES: 208Y/120VAC OR | 400 |EZM3400FSU| LHF36000M@ 225-400A 1(ORDER LUGS SEPARATELY) | (1) #6-300
FINISH — GRAY BAKED ENAMEL POWDER COAT PAINT OVER CLEANED GALVANNEALED STEEL. 240/120VAC DELTA
UL LISTED — FILE E—10582, VOL. M, E—131840, VOL. M
SUITABLE FOR USE AS SERVICE EQUIPMENT.
MAIN HORIZONTAL CROSS BUS RATED AT 800 AMPERES. ™
MAIN DEVICES ARE SEALABLE BY UTILITY. EZ METER—PAK GANGABLE m
GANGABLE MULTI-METERING EQUIPMENT IS DESIGNED FOR WALL MOUNTING ONLY. 400A f\gghTL;thEAT”\EIRJHS?BLEQéJVLﬁgAHEI\EI)TNCES
(NOT SUITABLE FOR FLOOR STANDING EQUIPMENT.) by Schneider Electric
*k MEETS EUSERC STANDARDS FOR WEST COAST BASED UTILITIES. UNDERGROUND FEED ONLY s y
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