. : .75 DIA 1.20
s, O TIGHTEN ' 19 .
I L o 60 LB—FT " [re] _[ [31]
[ (60D LE—IN) | —
NC o) 1,147 1.50 DIA
5.22 4,50
5?,;15 11.68 34 [133 [114]
EQUIFMENT 29.00 (28717 (4] TOP MOUNTING BRACKET
o GRALND i o |
2 |
’ v o @ | |
NOTE: SUPPLIED WITH ISOLATED NEUTRAL. B ' 1.13 DA
NEUTRAL CANNGT BE BONDED. : [28]
TOP OF
, — R 5.42 4l
T e T CHANNEL [138]
J 2.34
3.44 ool R ] - 4-15104]_1 L Foo]
(7] r 33 L
B [e] BGTTOM MOLUNTING BRACKET
;D mNﬂuI]_S,IZE Kﬂ [xA. - : RARARES or 99 T9epP N ] 44-71
A 50 i | 1.758 L [1135] i
F 2 1z 2.00 [44] THE FOLLOWNG LUCS MAY BE FIELD INSTALLED ON THE LUE LANDING PADS.
F 2.00 2.50 r 31.17
‘2D a0 [ 4.00 2 ' CATALDG WIRE RANGE TORGUE
H .aD 3,82 102 26,74 [792] | NANUFACTURER NUMBER AWE,/kermil (LN
1 3.50 417 23.8B [ ] [579]
J 4,00 4,62 [607] 1/2°—13 STUDS VHCL-500—12BN| 4/0 - 500 CU N/A
AND KEPS NUTS VHCL—6D0— 125N | 250 — BO0 <U N/A
FOR METERING EQUIPMENT SHORT CIRCUT SURRENT RATINES SUPPLIED FAGTORY ANDERSDN - N —7Ea—128N | BOO — 760 <U N/A
REFER T SAUARE D DIBEST 173, PAGE 2-9. | — —
INSTALLED, DROER L1DZ — aD¢ Z — 600 ALV 55D
LLIBS SEPARATELY. Lsn TA-600—2N 2 — 60D AL 375
N . o TA-BOO—2N | 300 — 80D ALCU 50D
0 =T oM L102-800 300 — 500 AL-GU 550
200 | | 26.00 | I_” 12 A1B2—600—2 | #2 — 60D ALV 375
7 ! 1737] | [283] ANDERSON L1D2 — 8DC | 30 - 8D AL-CU 50D
EQUIPMENT SUPPLIED
33.00 BRALIND FABTORY #6 — 30D AL—CU 5758
[B34] TERMINAL INSTALLED
E.F, G H, I J
DFEHLY N = 1/2°-13 STUDS AND KEPS NUTS SUPPLIED AS MGUNTING HARDWARE
NGTES: FOR LUGS (ORDER LUGS SEPARATELY).
DEVICE SUPPLED WITH ALUMINUN CRASS BUS AND AB LUG KT CATALDG NUMBER CMELK4 INCLUDES
CONNECTCRS, FOR ALL COPPER CURRENT N F A QUANTITY ©F (4) TA—BAD—3N, LSCO LUGS AND
CARRYING BLSSING ADD SUFFIX °CU" AND t 1 = r IS AVALABLE FROM SQUARE D\
ORDER CATALOG NUMBER, EZM31200TBUCL. 3.09 — o
SUTABLE FGR BOTTOM FEED ONLY. ! I — TYPE VHCL ANDERSON VERSATILE LUGS REQUIRE THE USE OF
SUMABLE FOR USE dN LINE SDE OF SERVICE EQUIPMENT [74] 1.19 Ii 5,40 ANDERSON VERSA-CRIMP TIOL VO&—FT, VE7—FT DR VOB,
WHEN USED WITH EZMT BRANGH UNITS (6—DISGONNEGT RULE). i 1.19 1
SUMABLE FUR USE ON LUAD SIDE OF SERVICE EDUPMENT. (3] [30] ] 137 SYSTEM TYFE SERVIGE PROVIDED | MAIN BUS |  CATALOG EQUIPNENT GROUND
UL USTED. = FILE E—13184D. VOL M (IN) (oun) RATNG NUMBER WIRE RANGE
3 11.22 3.40 = =
MAIN HORIZONTAL CROSS BUS RATED 120CA. l— TPH—3W TPH—3W 1200 & | zN11200rEy | £B300 KGML €U
100,000 RMS SYMMETRICAL AMPERES MAXIMUM [285] [137] 120/24D VAC. MAX. | 120/24D VAC. MAX. #6-300 KCMIL AU
METER CENTER SHORT CIRELIT CURRENT RATING WITH
APPRDPRIATE LUPSTREAM SERVICE DISCONNECT. EZM11200TAU
UNMETERED GUMPARTMENTS ARE SEALABLE BY UTILITY.
GANGABLE MULTHMETERNG EQUIFNENT IS DESKGNED EZ METER—PAK METERING EQUIPMENT SRUARE O
FDR WALL MDUNTING ONLY (NCT SUTABLE FDR USE AS 1200A TERMINAL BOX (UNDERGROUND ONLY) Shnelder Beciric
FLOOR STANDING EQUIPMENT), 1—-PHASE. 3—WIRE. 120/240 VAG. NEMA TYFE 3R
FINISH GRAY BAKED ENAMEL POWDER COAT PAINT ENCLUSURE, MEETS EVSERC REQUIREMENTS
OVER CLEANED GALVANNEALED STEEL. Rwet 3270

DCTOBER 20403 EZM1120aTBU




