
ERMS LIGHTED 
SWITCH ASSEMBLY 

BONDING STRAP 
PROVIDED (FIELD 
INSTALL WHEN USED 
AS SERVICE EQUIPMENT) 

GROUND LUG 

34.93 
[887J 

23.69 
----1-1 .-8-5~ [602Jl 

[301J--j 
0 

CLOSING PLATES SUPPLIED 
FACTORY INSTALLED. 
REMOVE PRIOR TO 
CONNECTING BRANCH UNIT 
AND REINSTALL AT END 
OF LINE-UP. 

HORIZONTAL CROSS BUS 
SYSTEM INCLUDES 
EXCLUSIVE VISI-TITE 
JOINT-NUTS TO MAKE 
ALL PHASE AND NEUTRAL 
CONNECTIONS BETWEEN 
TWO EZM UNITS. 

LINE 
NEUTRAL 

~-

65.30 
[1659J 

r13.63 
[346J 

HANGING 
o MOUNTING 

RAIL 

49.12 
[1248J 

. 25/[6J DIA 

.38 
[1 OJ 

.50/[13J DIA 

.41 

___.___)-:; 

ADDITIONAL NOTES: 
• ALTERNATE LUG KITS ARE AVAILABLE FOR USE ON LINE SIDE OF MOLDED CASE CIRCUIT 

BREAKER. (REFER TO DIGEST 175, PAGE 7-39). 

~ ALTERNAITE NEUTRAL LUG AVAILABLE, ORDER ONE (1) KIT, MMLK250 FOR (1) #1 /0 
AWG-600 KCMIL OR (2) #1 /0 AWG-250 KCMIL AL/CU (KIT INCLUDES THREE, 2-BARREL 
LUGS), NEUTRAL WILL ACCOMMODATE TWO, 2-BARREL LUGS ONLY. 

• UTILITY LUG LANDING KIT AVAILABLE, ORDER ONE (1) KIT, EZM1200ULL 

THE FOLLOWING OPTIONAL LUGS MAY BE INSTALLED ON THE UTILITY LUG LANDING KIT . 

MANUFACTURER CATALOG WIRE RANGE, CRIMPING TORQUE 
NUMBER AWG/KCMIL TOOL LB-IN 

ANDERSON VHCL50012BN 4/0-500 cu VC63, VC7, VC6FT, VC7FT -
1.29 

[33J 
ANDERSON 

ANDERSON 

VHCL60012BN 

VHCL75012BN 

250-600 cu VC6FT, VC7FT, VC8 -
500-750 cu VC6FT, VC7FT, VC8 -

.51 
[13J 

ANDERSON 

ANDERSON 

ANDERSON 

ANDERSON 

ANDERSON 

VACL50012BN 

VACL60012BN 

VACL75012BN 

VCEL05012H2 

VCEL06012H2 

4/0-500 CU-AL 

350-600 AL/350-500 CU 

500-750 AL/500 CU 

2/0-500 CU-AL 

400-600 AL/400-500 CU 

VC63, VC6FT -
VC6FT, VC8 -
VC6FT, VC8 -

VC63, VC6FT -
VC6FT -

ANDERSON VCEL07512H2 500-750 AL/500 CU VC6FT -
ANDERSON VCELC05012H2 250-500 cu VC63, VC7, VC6FT, VC7FT 

TOP MOUNTING BRACKET -
llsco 2ACL-600 250-600 CU-AL IDT-12 -
llsco TA-600-2NA 2-600 CU-AL - 375 

.38/[1 OJ DIA llsco TA-800-2N 300-800 CU-AL - 500 

llsco TA-1000-2N 500-1000 CU-AL - 500 

CMC A1B2-600-2 2-600 CU-AL - 375 

CMC L1D2-600 2-600 CU-AL - 550 

CMC L1D2-800 300-800 CU-AL - 550 

CMC L1D2-1000 500-1000 CU-AL - 550 
1 /2-13 MOUNTING NUTS FOR LINE LUGS 375 

ATHIS LUG IS AVAILABLE FROM SQUARE D. ORDER CATALOG NUMBER CMELK4. KIT INCLUDES 4 LUGS. 

~ 

BOTIOM MOUNTING BRACKET 
~ LOAD 

~1 t4~~~ ~ 12.71~ 
[323J 

A0 

LOAD B0 

C0 

N 

-u 

REMOVABLE BOTTOM 
ENDWALL OPENING 

23.50 
I,_. -- [597J _ _____,. I 

.3oJ ~21.70 I 
[8J [551J-l 

NOTES: 

ERMS LIGHTED 
SWITCH ASSEMBLY 

7.79 
[198J 

FINISH - GRAY BAKED ENAMEL POWDER COAT PAINT OVER CLEANED GALVANNEALED 
STEEL. 

UL LISTED - FILE E131840, VOL. M 
SUITABLE FOR USE AS SERVICE EQUIPMENT. 
MAIN HORIZONTAL CROSS BUS RATED AT 1200 AMPERES. 
MAIN DEVICES ARE SEALABLE BY UTILITY. 
GANGABLE MULTI-METERING EQUIPMENT IS DESIGNED FOR WALL MOUNTING ONLY. 

(NOT SUITABLE FOR FLOOR STANDING EQUIPMENT.) 
*1200A MAIN CIRCUIT BREAKER MUST BE CENTER MOUNTED WHEN USED WITH BRANCH DEVICES 

WITH MAIN BUS RATED 800A. 
NO USER CONFIGURATION REQUIRED FOR ERMS FUNTION. 
ERMS SWITCH PROVIDED WITH LOCKABLE COVER. 
ERMS MODULE WIRING DIAGRAM AND REPLACEMENT PARTS PROVIDED ON ENCLOSURE DOOR. 
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MICROLOGIC P TRIP 
UNIT WITH THE BLUE 
ERMS LABEL 

.31/[8J DIA 

.42/[ 11 J DIA 
.10/[3J X .40/[10J SLOT 
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CIRCUIT BREAKER 

~ 

0 1 • •• 
~ E--(--{ 

~ ~ ~ N 

A0 B0 C0 

LINE 

DUAL DIMENSIONS: ~~a~~ERS 

SYSTEM 
TYPE 

304W 
208Y /240VAC OR 

240/120VAC DELTA 

MAIN 
RATING 

(AMPERES) 

1200 

CATALOG 
NUMBER 

EZM31200GCBUMS 

EZM31200JCBUMS 

MAIN CIRCUIT BREAKER 
(FACTORY INSTALLED) 

PGP36120U63AE1 

PJP36120U63AE1 

EZ METER-PAK GANGABLE 
MULTI-METERING EQUIPMENT 

1200A 3PH 4W MAIN CIRCUIT BREAKER DEVICES 
UNDERGROUND FEED ONLY 

RAINPROOF NEMA TYPE 3R ENCLOSURES 

LINE SIDE PHASE 
LUG WIRE RANGE FOR 

AL OR CU CONDUCTORS 
(SUPPLIED WITH BREAKER) 

(4) 3/0-500 + 

LINE SIDE NEUTRAL 
LUG WIRE RANGE FOR 

AL OR CU CONDUCTORS 
(FACTORY INSTALLED) 

(4) 3/0-500-. 

SQUARE E:] 
111 

by Schnelder Electric 

DWG# PWFDS-SYTl-0112 NO. 

GROUND LUG 
WIRE RANGE 

(FACTORY 
INSTALLED) 

(1) #6-300 

3146 


