
. 30J 
[8] 

I 
19.73 

[501] 

LINE 
PHASE 
LUGS 

3.44 
[87] 

L ---23.50------1 1· [597] ·I 

1-----21.70 __ -1 
[551] 

BONDING STRAP PROVIDED---!'41~--------'=~ 
(FIELD INSTALL WHEN USED 
AS SERVICE EQUIPMENT) 

NOTES: 

SERVICE 
GROUND LUG 

1--17.23--1 
[438] 

7.76 
[197] 

REMOVABLE TOP 
ENDWALL OPENING 

CLOSING PLATES SUPPLIED 
FACTORY INSTALLED. 
REMOVE PRIOR TO 
CONNECTING BRANCH UNIT 
AND REINSTALL AT END 
OF LINE-UP. 

HORIZONTAL CROSS BUS 
SYSTEM INCLUDES 
EXCLUSIVE VISI-TITE 
JOINT -NUTS TO MAKE 
ALL PHASE AND NEUTRAL 
CONNECTIONS BETWEEN 
TWO EZM UNITS. 

NEUTRAL 
DISCONNECT LINK. 

FINISH - GRAY BAKED ENAMEL POWDER COAT PAINT OVER CLEANED GALVANNEALED STEEL. 
UL LISTED - FILE E1 31840, VOL M 
SUITABLE FOR USE AS SERVICE EQUIPMENT. 
MAIN HORIZONTAL CROSS BUS RATED AT 1200 AMPERES. 
MAIN DEVICES ARE SEALABLE BY UTILITY. 
GANGABLE MULTI-METERING EQUIPMENT IS DESIGNED FOR WALL MOUNTING ONLY. 

(NOT SUITABLE FOR FLOOR STANDING EQUIPMENT.) 
*1200A MAIN CIRCUIT BREAKER MUST BE CENTER MOUNTED WHEN USED WITH BRANCH DEVICES 

WITH MAIN BUS RATED BOCA. 

MAY 2016 

r 13.63 
[346] 

HANGING 
MOUNTING 
RAIL 

I 
13.75 

[349] 

ADDITIONAL NOTES: 
t ALTERNATE LUG KITS ARE AVAILABLE FOR USE ON LINE SIDE OF MOLDED CASE CIRCUIT BREAKER 

(REFER TO DIGEST 175, PAGE 7-39) • 

" ALTERNATE NEUTRAL LUG AVAILABLE, ORDER ONE {1)KIT, MMLK250 FOR {1) #1/0 AWG-600 KCMIL OR 

{2) #/, AWG-250 KCMIL AL/CU {KIT INCLUDES THREE, 2-BARREL LUGS), NEUTRAL WILL ACCOMMODATE 
TWO, 2-BARREL LUGS ONLY. 

.25/[6] DIA. 

.38 
[1 0] 

.50/[13] DIA. 

.41 
[1 0] 

.51 
[13] 

TOP MOUNTING BRACKET 

.38/[10] DIA---...r----.

1 
1.77 

.78 + [45] 

[20] _l 
'1-1.50-1 

[38] 

ArtJ 

LOAD Br!J 

CrtJ 

CIRCUIT BREAKER 

LINE 

ArtJ BrtJ CrtJ 

~ ~ ~ 
E--(--( 

/

EQUIPMENT 
GROUNDING 
WHEN 
REQUIRED 

LOAD 

N --------.-------<~ o 

MAIN BONDING STRAP-A 
WHEN REQUIRED _/ 

N 
SERVICE GROUND 
WHEN REQUIRED 

.31/[8] DIA. 

.42/[11] 
.1 0/[3] X .40/[1 0] SLOT 

SEAL BRACKET 

..L..__ L.------', _l 
BOTIOM MOUNTING BRACKET 

l--12.71-l 
[323] 

SYSTEM 
TYPE 

3fll4W 
208Y/120VAC OR 

240/120VAC DELTA 

MAIN CATALOG MAIN CIRCUIT BREAKER RATING 
(AMPERES) NUMBER (FACTORY INSTALLED) 

1000 

1000 

1200 

1200 

EZM31 OOOGCBT PGM36100U31A 

EZM31 OOOJCBT PJM361 OOU31A 

EZM31200GCBT PGM36120U31A 

EZM31200JCBT PJM36120U31A 

EZ METER-PAK GANGABLE 
MULTI-METERING EQUIPMENT 

1200A 3PH 4W MAIN CIRCUIT BREAKER DEVICES 
TOP FEED 

RAINPROOF NEMA TYPE 3R ENCLOSURES 

. INCHES 
DUAL DIMENSIONS. MILLIMETERS 

LINE SIDE NEUTRAL LINE SIDE NEUTRAL 
LUG WIRE RANGE FOR LUG WIRE RANGE FOR GROUND LUG 

WIRE RANGE AL OR CU CONDUCTORS AL OR CU CONDUCTORS 
(SUPPLIED WITH BREAKER) (FACTORY INSTALLED) (FACTORY INSTALLED) 

(4) 

(4) 

(4) 

(4) 

3/0-500. (4) 3/0-500" 

3/0-500. (4) 3/0-500" 

3/0-500. (4) 3/0-500" 

3/0-500. (4) 3/0-500" 

SQUARED 

by Schneider Electric 

DWG# PWFDS-SYTI-0029 NO. 

(1) #6-300 

(1) #6-300 

(1) #6-300 

(1) #6-300 

3146 


