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PROVISIOOS FOR 
MOUNllNG JOO V 
CLASS T FUSES 
(ORDER FUSES SEPARATELY) 

13 63 r [;4.]- • :r~ ~~frs ARE AVAILABLE FOR USE ON UNE SIDE OF MOLDED CASE SMTCH 
{REFER TO DIGEST 17:i, PAGE 7-~). 

... ALTERNNTE NEIJl'M... WG AVAILABLE, ORDER ONE {1) KIT, MML.K250 FOR (1) #1/0 AWG-600 KCMIL OR 
{2) #1/0 AWG-250 KCM1L AL/CU (KIT INCLUDES THREE, 2-BARREL LUGS), NEU1RAL WILl. ACCOMMODATE 
lWO, 2-BARREI.. WGS ONLY. 
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LOSING Pl..ATES SUPPUED 
ACTORY INSTALLED. 

REMOVE PRIOR 10 
CONNECTING BRANCH UNIT 
AND REINSTALL AT END 
0 F UNE-UP. 
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ORIZONTAL CROSS BUS 
SYSTEM INCLUDES 
EXCLUSIVE VISI-TTTE 
OINT-NUTS TO t.IAI<E 

ALL PHASE AND NElllWII... 
ONNECTIONS BETWEEN 

TWO EZt.l UNITS. 
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NOTES: 

l. 
.30J I 21.70 I 

[8] c------ [551]------i 
REMOVABLE BOTTOM 
ENDWAI..L OPENING 

ANISH - GRAY BAJ(EO ENAMEL POWDER COAT PAINT OI.£R CLEANED GALVANNE'.'J..ED STEEL 
UL USTED - Fll.E E131840, VOL Ill 
SUITABLE FOR USE AS SERVICE EQUIPMENT. 
MAIN HORIZONTAL CROSS BUS RATED AT 1200 At.IPERES. 
MAIN DEVICES ARE SEALABLE BY UTIUTY. 
GANGABLE t.IULll-t.IETERING EQUIPMENT IS DESIGNED FOR 'N.'il MOUNTlNG ONLY. 

(NOT SUITABLE FOR FLOOR STANDING EQUIPMENT.) 
•1200A t.IAIN FUSIBLE SWITCH MUST BE CENTER MOUNTED WHEN USED WITH BRANCH DEVICES 

WITH MAIN BUS RATED SOOA. 
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0 U11U1Y WG LANDING KIT AVAil.ABLE, ORDER ONE (1) KIT, EZM120CUU. 
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.50/[13] DIA 

TOP MOUNTING BRACKET 

.38/[10] O~IA I 
1.77 

.78 + [45] 
[20] _l 
'1-1.50-1 

MAIN 

[38] 

BOTIOM MOUNTING BRACKET 

~.31/[8]0~ 
~ .10/[3] X .40/[10] SLOT 

.42/[1 1] DIA 

SEAL BRACKET 

LOAD 

• • 

ORDER CATALOG NUMBER CMEL.J(4. KIT INCWDES 4 WGS. 

LOAD 

N 

MAIN BONDING 
WHEN REQUIR EDSTRAA 

0' ~ 
GROUND WHEN R 

MOLDED 

LINE SIDE PHASE 

EQUIRED/ 

CASE SWITCH_/ 
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1------.{ 
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• • UNE 

USE """ CLASS T FUSES 
(" LD SEPARATELY) 

. INCHES 
DUAL DIMENSIONS. MILLIMETERS 

LINE SIDE NEUTRAL 
GROUND LUG CATALOG MOLDED CASE SWITCH LUG WIRE RANGE FOR LUG WIRE RANGE FOR 

RATING 
NUMBER AL OR CU CONDUCTORS AL OR CU CONDUCTORS WIRE RANGE 

(AMPERES) (FACTORY INSTALLED) (SUPPLIED WITH MOLDED 
CASE SWITCH) 

(FACTORY INSTALLED) (FACTORY INSTALLED) 

120/240 VAC 
1200 EZM11200FSB PJP26000S12 {4) 3/0-500. {4) 3/0-500 ... (1) #6-300 

EZ METER-PAK GANGABLE 
MULTI-METERING EQUIPMENT 

1200A 1 PH 3W MAIN FUSIBLE SWITCH DEVICES 
UNDERGROUND FEED 

RAINPROOF NEMA TYPE 3R ENCLOSURES 
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