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Issued to: Schneider Electric USA, Inc 

1010 AIRPARK CENTER DR 
NASHVILLE TN 37217-5200 

  

This is to certify that

representative samples of

 CIRCUIT BREAKERS, MOLDED CASE AND CIRCUIT-
BREAKER ENCLOSURES 

Models/Product 
  

 Have been investigated by UL in accordance with the 
Standard(s) indicated on this Certificate. 

  

Standard(s) for Safety: UL 489 MOLDED-CASE CIRCUIT BREAKERS, MOLDED-
CASE SWITCHES, AND CIRCUIT-BREAKER 
ENCLOSURES 
CSA C22.2 No.5 

Additional Information: See the UL Online Certifications Directory at 
www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
PRODUCT COVERED: 
 
Circuit breaker enclosures, 
 
KA-225A 
KA-225-AWK(+) 
KA-225-DS, SS 
KA-225-NA 
KA-225-NAWK(+) 
KA-225-NDS 
J250AWK,  
AWKVW 
J250DS,  SS, 
-DSVW, -SSVW 
KA-225-A 
KA-225-AWK 
KA-225-DS, -SS 
KA-225-NA 
KA-225-NAWK 
KA-225-NDS 
J250AWK, -AWKVW 
J250DS, -SS, 
-DSVW, -SSVW 
KAE-225-A 
KAE-225-AWK 
KAE-225-DS, -SS 
KAE-225-NA 
KAE-225-NAWK+   
KAE-225-NDS 
KAE-225-A  
KAE-225-AWK 
KAE-225-DS, -SS 
KAE-225-NA 
KAE-225-NAWK 
KAE-225-NDS 
KHE-225-A 
KHE-225-AWK+      
KHE-225-DS, -SS    
KHE-225-NA 
KHE-225-NAWK+    
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Circuit breaker enclosures, 
 
KHE-225-NDS  
KHE-225-A  
KHE-225-AWK 
KHE-225-DS, -SS 
KHE-225-NA 
KHE-225-NAWK 
KHE-225-NDS 
 
CJ250NAWK,  -NAWKVW 
JzEyyyyyAWK,  
 AWKVW 
JzEyyyyyDS,  SS, 
-DSVW, -SSVW 
CJzEyyyyyNAWK,  
-NAWKVW 
JHzEyyyyyAWK,  
 AWKVW 
JHzEyyyyyDS,  SS, 
-DSVW, -SSVW 
CJHzEyyyyyNAWK,  
-NAWKVW 
 
 
 Ins. – Insulated 
 Bnd. - Bonded 
 Sw. – Switched  
 Insbd. – Factory installed & bonded 
 
These catalog numbers indicate enclosure, when breaker is shipped separately. 
 
(+) - May have suffix "E" for marketing purposes. 
(++) - For Type KAL and KHL 3 pole circuit breakers only 
 
 


