_2.01 , 26.00
T - = [ [51] [660] KNOCKOUTS
41 DIA 10.53 CONDUIT SIZE
7.89 E] 2 [10] ) [268] 46 SYMBOL MM
201
[1 ] L[1781] =: I I -t [12] g ig 12
¥ - DETAIL A ¥ : 1. 2 1
28.27 44 DIA 4.00 1.00 _| |- i
[718] [11] [102] [25] D 1.25 32
SEE DETAIL A—\ ~[‘2319 DIA E 1.50 | 38
PR —h_ 1.91 F 2.00 51
- 10 X .50 SLOT
.88 - [ [13] [49] [[17] © 2:50 o4
[22] SEAL H 300 | 76
15.10 BRACKET ! 350 | 89
32.68 [384] METER BLOCK 3 400 | 102
[830] INSIDE ASSY AND .50 DIA [8]
CONNECTORS 2] 37
$ ¢'® , : SHORT CIRCUIT CURRENT RATING
A1 (8]
50.65 [10] INTERRUPTING RATING SERVICE SQUARE D BRANCH
[779] RMS DISCONNECT CIRCUIT BREAKER
4.18 B
} S SYMMETRICAL AMPERES
| 1057 _ f Al CATALOG CURRENT CATALOG | CURRENT RATING
[106] F] DESIGNATION |, RATING 1 pESiGNATION | _AMPERE MAX
INSIDE [319] 5893 75 25 DIA 240 VAC MAX AMPERE MAX T POLE |2 POLE
927] [19] [1] 10,000 QBL 200 oor 70 5192
10.36 6.07 MOUNTING BRACKETS Q0 70 200
[263] 255 = Tisay |~ _1.67 3.51 SWING. OUT TO 25,000 QDL 200 Q0T 50 N/A
N N [43]]| [89] 16.00/[406] CENTERS Q0 70 200
l,— (65] =M~ T | YT 65,000 QGL 200
$ “eol/Th N QOT 20 N/A
INSIDE, Pl P~
2 : ? 100,000 QL 200 C?C())T 70 592
Iﬂ Ii] | 2.54 ! FIELD
416 BCD 2.37 [64] 4.04 | INSTALLED
. M |
[106]- (2 Puaces) [Plg o5 | DR o7 ' RPN
INSIDE AB.C ~— o7 (2 PLACES) ! TWO SINGLE POLE, ONE PLUG—ON SPACE TYPE
(2 PLACES) 11.54 SERVICE ' S R oA =k QOT OR ONE SINGLE POLE TYPE QO.
[293] GROUND L cTory TWO POLE TYPE QO, QOA, OR QOC (125 MAX)
B.C 28 | INSTAED|  — MAY PLUG—ON TWO ADJACENT SPACES.
(2 PLACES) . TWO POLE TYPE QOC (150—200A MAX) MAY PLUG—ON
281 . 1266 ! FOUR ADJACENT SPACES, ON RIGHT SIDE ONLY.
[71] , [322] 1 (2 PLACES) |
s % 6.66 3.56 ! -—
2.95 ° e JL [169] [ [90] : 200A°MAX FEED
[75]_| f N ' THROUGH LUGS
! NEUTRAL:
0& NEUTRAL(;  TERMINALS DUAL DIMENSIONs: INCHES
NEUTRAL,
L* L1 06 L2:56 GROUNDING EQUIPMEﬁT GROUNDING MILLIMETERS
A ”SL” ONLY : [65]
27]
G.H.IJ [ METER MAXIMUM MAX NUMBER| MAIN WIRE SIZE
2.00/[51] A (2 PLACES) L1186 CAALOS | series |sockeT | BITASS | SysTEM AMPERE | SPACES | OF SINGLE AWG /KCMIL
THRU 4.00/[102] (3 PLACES) 6.00 [30] 5 74 CLASS VOLTAGE ¢ POLE CIRCUIT AL/CU
MAX A/L HUB [152] [94] CLASS 4-600 kCMIL CU—AL
28.00 120/240 VAC OR
711] QC816D400SL |  MO1 53§2w LEVER iy 400 8 16 (2) 1/0-350 kCMIL
CU—AL
NOTES:

FINISH — GRAY BAKED ENAMEL POWDER COAT PAINT OVER CLEANED GALVANNEALED STEEL.
UL LISTED — FILE E-—6294, VOL M
SUITABLE ONLY FOR USE AS SERVICE EQUIPMENT
SUITABLE FOR UNDERGROUND/OVERHEAD SERVICE.
SUPPLIED WITH FEED THROUGH LUGS.

COMBINATION SERVICE ENTRANCE DEVICES
RINGLESS METER MAIN
RAINPROOF NEMA TYPE 3R ENCLOSURE
SURFACE MOUNT ONLY

by Schneider Electric
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