
Square D QO® 400A load center design change	
The new 400A design of the QO load center is equipped with NQ 		
panelboard interiors that accept plug-on (QO) breakers up to 200A 
maximum allowing for larger branch loads. The box height of the main 
breaker panels decreases from 68 to 62 inches creating a more com-
pact load center and saving space. Box height for the MLO panels re-
mains the same. Interiors are available in a 30 and 42 space, 400A main 
lug and a 42 space, 300A and 400A main breaker.

Features
QO single-phase only•	

Type 1 indoor enclosure•	

CE marking as optional•	

Fixed – main lug and main breaker•	

Accepts plug-on (QO) branch breakers up to 200A maximum•	

Replaceable branch bus connectors•	

Vented front cover•	

Install Square D® 	
400A load centers. 

Make the most of 
your energySM

Save space and still provide 400A.
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Schneider Electric - North American Operating Division

1415 S. Roselle Road
Palatine, IL 60067
Tel: 847-397-2600
Fax: 847-925-7500

Ordering Information:

Old 
category #

New 
category # Amp Ckts

Main 
type

Main wire 
size AWG/
kcmil (Al/Cu)

Old 
box

New 
box

Old trim 
cat. # 
(F or S)

New trim 
cat. # 
(F or S)

Fixed mains – factory-installed main lugs

QON12LS400 N/A 400 12 MLO N/A MH50 N/A MH50QV ( _ )) N/A

QON30LS400 QONQ30LS400 400 30 MLO
(1) 1/0 – 750 or 
(2) 1/0 – 350

MH50 MH50 MH50QV ( _ ) NC50NQV ( _ )

QON42LS400 QONQ42LS400 400 42 MLO MH53 MH50 MHC53QV ( _ ) NC50NQV ( _ )

Fixed mains – factory-installed LAL main circuit breaker

QON42MS300 QONQ42MS300 300 42 LA
(1) #1 – 600 or 
(2) #1 – 250

MH68 MH62 MHC68V ( _ ) NC62NQV ( _ )

QON42MS400 QONQ42MS400 400 42 LA MH68 MH62 MHC68V ( _ ) NC62NQV ( _ )

     For additional information, contact your local Square D sales representative, call 1-888-SQUARED 
	 or visit www.us.squared.com
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neutral bottom
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400A LAL 
main interior bottom


