
23 69 

~[602] ~ 
51 l I ,;, 

PROVISIOOS FOR 
MOUNllNG JOO V 
CLASS T FUSES 
(ORDER FUSES SEPARATELY) 

1.3 6.3 r [; .. j- • ~~ ~~!rs ARE AVAILABLE FOR USE ON UNE SIDE OF MOLDED CASE SWITCH 
{REFER TO DIGEST 175, P.IGE 7-39). 

... ALTERNAITE NEliTlW.. LUG AVAilABLE, ORDER ONE {1) KIT, NMLK250 FOR (1) #1/0 AWG-600 KCMIL OR 
{2) #1/0 AWG-250 KCNIL AL/CU (KIT INCLUDES THREE, 2-BARREL LUGS), NEUllW. WILL ACCOMMODATE 
lWO, 2-I!IIRREI... LUGS ONLY. 
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CLOSING PLATES SUPPUED 
ACTORY INSTAll.ED. r, 
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' EMOYE PRIOR TO 
CONNEC11NG BRANCH UNIT 
AND REINSTALL AT END 
0 F UNE-UP. 
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HORIZONTAL CROSS BUS 
SYSlEN INCLUDES 
EXCLUSIVE VISI-TTTE 
OINT-NUTS TO lAAKE 

ALL PHASE AND NEUlRAL 
CONNEC110NS BETWEEN 
lWO EZM UNilS. 
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NOTES: 

REMOVABLE BOTTOM 
ENDWAU. OPENING 

FINISH - GRAY BAKED EN.'IIIIEL POWDER COAT PAINT OVER CLEANED GALVANNrAI..ED STEEL 
UL USTED - FILE E131840, VOL t.l 
SUITABLE FOR USE I>S SERVICE EQUIPMENT. 
MAIN HORIZONTAL CROSS BUS RAlED AT 1200 AMPERES. 
MAIN DEVICES ARE SEAI..A8LE BY UTIUlY. 
GANGABL.E MULTI-METERING EQUIPMENT IS DESIGNED FOR WALL MOUNTING ONLY. 

(NOT SUITABLE FOR FLOOR STANDING EQUIPMENT.) 
•1~ MAIN FUSIBLE SWITCH t.IUST BE CENTER MOUNTED WHEN USED WITH BRANCH DEVICES 

WITH t.IAIN BUS RATED 600A. 
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SYSTEM 

0 UTIUTY LUG LANDING KIT AVAILABLE, ORDER ONE (1) KIT, EZW1200UU. 
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.50/[13] DIA 

TOP MOUNTING BRACKET 

.38/[10] 0~1 
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BOTTOM MOUNTING BRACKET 

~.31/[8]0~ 
~ .10/[3] X .40/[10] SLOT 

.42/[11] DIA 

SEAL BRACKET 
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EOSTRAA MAIN BONDING 
WHEN REQUIR 

GROUND WHEN REQUIRED/ 

t.IOLDED CASE SWITCH_/ 

KIT INCLUDES 4 LUGS. 

LOAD 
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"' """' CLASS T FUSES 

'" LD SEPARATELY) 

. INCHES 
DUAL DIMENSIONS. MILLIMETERS 

LINE SIDE PHASE UNE SIDE NEUTRAL 
MAIN GROUND LUG CATALOG LUG WIRE RANGE FOR LUG WIRE RANGE FOR 

TYPE RATING MOLDED CASE SWITCH 
AL OR CU CONDUCTORS AL OR CU CONDUCTORS WIRE RANGE 

(AMPERES) 

3" 4W 
20BY61 20VAC OR 

240/ 2r:NAC DELTA 
1200 

NUMBER (FACTORY INSTALLED) (SUPPLIED WITH MOLDED 
CASE SWITCH) 

EZMJ1200FS8 PJPJ6000S12 (4) 3/0-500. 

EZ METER-PAK GANGABLE 
MULTI-METERING EQUIPMENT 

1200A JPH 4W MAIN FUSIBLE SWITCH OEVICES 
UNDERGROUND FEED 

RAINPROOF NEt.4A TYPE JR ENCLOSURES 

(FACTORY INSTALLED) (FACTORY INSTALLED) 

(4) 3/0-500 ... (1) #6-300 

3110 


