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Issued to:  SCHNEIDER ELECTRIC INDUSTRIES S A S 

ELECTROPOLE/EYBENS, POWER / LV 

31 RUE PIERRE MENDES FRANCE 

38050 GRENOBLE CEDEX 9 FRANCE 
   

This is to certify that 

representative samples of 

 CIRCUIT BREAKERS, MOLDED CASE AND CIRCUIT-

BREAKER ENCLOSURES 

Molded Case Circuit Breaker POWERPACT P with Suffix 

G, J, K or L rated 800 A and 1200 A. 

 

Circuit Breaker Trip Units - Types 3.0, 3.0 A, 5.0, 5.0 A, 5.0 

P, 5.0 H, 5.0 E, 6.0, 6.0 A, 6.0 P, 6.0 H, 6.0 E 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 489, Molded-Case Circuit Breakers, Molded-Case 

Switches and Circuit-Breaker Enclosures 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Listing Mark should be considered as being covered by UL's 
Listing and Follow-Up Service. 

The UL Listing Mark generally includes the following elements: the symbol UL in a circle:  with the 
word “LISTED”; a control number (may be alphanumeric) assigned by UL; and the product category 
name (product identifier) as indicated in the appropriate UL Directory. 
 
Look for the UL Listing Mark on the product. 
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