Product data sheet 9050JCK37V20

Characteristics Timing Relay, Type JCK, plug In, interval,
adjustable time, 0.3 to 30 minutes, 10A, 240
VAC, 120 VAC/110 VDC
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1. Main

- Product range 9050JCK
@) sosodcksva Product type Timer
e =a Timing mode Interval
Timing range 0.3...30 min
Supply voltage 120 V AC
110V DC
2
8
5
s
Complementary B
Power consumption 2 VA %
Current rating 10 A E
Switch function DPDT e . E
Contact composition 2NO +2NC éé%
Contact material Silver nickel gé%
Maximum switching voltage 240V AC 588
Mounting type Socket é%é
Number of pins 8 qg) ;‘E
Shape of pins Tubular % 2 é
For use with 8501NR52 -
8501NR51 Eo%s
2%5¢
Environment E%TE
Certifications CE[RETURN]UL Listed[RETURN]UL Recognized é E %
Ambient temperature range - operational -18...150 °F (-28...66 °C) gﬁ %
Height 2.40in (61 mm) 524
Width 1.69 in (43 mm) £25
Depth 4.09in (104 mm) 5 5 B
So o
Ordering and shipping details é%?
Category 21651-9050 JCK(NOT JCK®60, 70) G P TIMERS % g §
Discount Schedule CP2 gé %
GTIN 785901032861 2 §§
Returnability Yes %i‘ig
Country of origin us % g ;f
Packing Units §§§
Unit Type of Package 1 PCE §§ g
Number of Units in Package 1 1 ggg
Package 1 Height 1.80in (4.572 cm) %% g
Package 1 Width 2.50in (6.35 cm) £ é 2
Package 1 Length 4.50in (11.43 cm) gé’g
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page

Package 1 Weight

4.64 0z (131.542 g)

Unit Type of Package 2

CAR

Number of Units in Package 2

20

Package 2 Height

4.50in (11.43 cm)

Package 2 Width
Package 2 Length

10.00 in (25.4 cm)
11.00 in (27.94 cm)

Package 2 Weight

5.50 Ib(US) (2.495 kg)

Offer Sustainability

Sustainable offer status
REACh Regulation

Green Premium product

i

REACHh free of SVHC
EU RoHS Directive

Yes

Pro-active compliance (Product out of EU RoHS legal scope) B

Toxic heavy metal free Yes

Mercury free Yes

China RoHS Regulation iy

RoHS exemption information 7
Environmental Disclosure 7]
Circularity Profile 7y
Contractual warranty

Warranty 18 months
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https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1406037EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1406037EN

