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Enclosure Modifications

NEMA-4X For Type P3

Water Tight, Dust Tight and Corrosion Resistant
(consult plant for actual enclosure size and for 
NEMA 4 enclosures)

Box Height	 Enclosure – Stainless Steel
Inches	 H	 W	 D 
56	 56	 24	 7.75
62	 62	 24	   7.75
68	 68	 24	   7.75
74	 74	 24	   7.75
80	 80	 24	  7.75

24" Panel Width 
Description

NEMA 3R enclosures	
NEMA 3R/12 enclosuresa	
Gasket between trim 	
   and box (Type 1)

Compression Lugs

 Style
Amp 
Rating

Breaker 
Type

Compression 
Connectors

Box Height
Addition

MLO

250 N/A (1)#6 AWG - 350 kcmil —

400 N/A (1) 250 - 500 kcmil or
(2)# 1/0 AWG - 250 kcmil

—
—

600 N/A (2)#3/0 AWG - 500 kcmil —
800 N/A (2) 400-750 kcmil Cu only —

Main 
Breaker

250 FXD6, HFD6, CFD6 (1)#6 AWG - 350 kcmil Cu or Al CFD6 requires an
additional 6.0" box height

400 JD6, JXD6, HJD6, CJD6, 
SJD6, SHJD6, SCJD6 (2)#1/0 AWG - 500 kcmil Cu or Al —

600
LD6, LXD6, HLD6, CJD6,
SLD6, SHLD6, SCLD6 

(2)#2/0 AWG - 500 kcmil Cu or Al —

Alternate Lugs

 Style
Amp 
Rating

Breaker 
Type

Standard AL 
Connectors

Box Height
Addition

MLO
400 N/A (1) 250 - 750 kcmil or

(2)#3/0 AWG - 250 kcmil Cu or Al 6

800 N/A (3)#4-500 Kcmil CU or Al capacity 6
Main 
Breaker

400
JD6, JXD6, HJD6, CJD6, 
SJD6, SHJD6, SCJD6

(1)#4/0 AWG - 750 kcmil Cu or Al 6

Panelboards
Type P3 Panelboard Modifications and Additions	 Selection�

Product Category PBSB

a �16 Gauge Cans w/ 14 Gauge Front)
b �14 Gauge only
c �14 Gauge only - 304SS Std, 316SS Optional)
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