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	 16 Amps	 (1) #18-10 AWG 
	 25–30 Amps	 (1) #14-10 AWG 
	 63 Amps	 (1) #14-6 AWG 
	 100–125 Amps	 (1) #12-1 AWG

3LD2 Type Switchesc

		  (1) #14-#10 AWG Solid 
		  (1) #14-#4 AWG Stranded 
		  Up to (4) #12 AWG Solid 
	 30 Amps	 Up to (3) #12 AWG Stranded 
		  Up to (6) #14 AWG Stranded 
		  Up to (4) #14 AWG Stranded 
		  with (1) #10 AWG Stranded

		  (1) #14-#10 AWG Solid 
		  (1) #14-#1 AWG Stranded 
	 60 & 100 Amps	 (2) #6 AWG Stranded
		  Up to (3) #8 AWG Stranded 
		  Up to (6) #10 AWG Stranded 
		  Up to (6) #12 AWG Solid

HNF Type Switches

Figure 2

Ampere Rating	 gG Fuse Size	 Short Circuit Rating

	 16	 20A	 5k Arms

	 25	 25A	 10k Arms

	 32	 50A	 10k Arms

	 63	 63A	 15k Arms

	100	 100A	 20k Arms

	125	 125A	 20k Arms

3LD2 Screw Cover Switches

	 30	 63A	 10k Arms

	 60	 100A	 10k Arms

	100	 100A	 10k Arms

HNF Hinged Cover Switches

30–100A	 GSGK60	 	 Ground Lug Kitb

30A	 LBRA1	 	 Auxiliary Contact Kit (1 NO-1 NC)

60–100A	 LBRA2	 	 Auxiliary Contact Kit (1 NO-1 NC)

30–100A	 HF63CXg	 	 Neutral Kit

Switch
Ampere	 Catalog	
Rating	 Number	  Description

HNF Type Switches

16–30A	 3LD9220-2C	 	 Neutral Kit

63A	 3LD9250-2CA	 	 Neutral Kit

100–125A	 3LD9280-2C	 	 Neutral Kit

3LD2 Type Switchesc

Accessories

IEC Fuse and Withstand Ratings

Wire ranges 60/75°C Cu Only

Figure 1

a �For use as supplemental protection on the load side of the branch circuit over current 
protective device.

b �Ground lug kit has two lugs for #14-4 Cu/Al wire.
c �Factory installed ground lugs supplied as follows: 16-30A #14-10 Cu, 63A #14-8 Cu. 

Ground lug not provided and is not available on catalog numbers 3LD2264-2TW51-0US2 
and 3LD2264-2TW53-0US2.

d �6.38 inches high including mounting feet.
e �7.85 inches high including mounting feet.
f �60 & 100A HNF switches are rated 10kA at 480V max. with line side Class H, K & RK5 

150A max. fuses.
g �Wire range (1) #14-2 AWG 60/75 °C Cu only.
h �16-63A 3LD switches are also rated 5kA at 600VAC max when protected by a 3RV type 

MSP of the same or lesser ampere rating. 
*��For inches / millimeters conversion, multiply inches by 25.4.

				    Ferraz 
				    Shawmut 
	 H, K & RK5		  H, K & RK5	 A50P or lower
30	 —	 (100A Max)		  (30A Max)	 let-through
					     semiconductor 
					     fuses 
			   J, T & CC		  (60A Max)

	 H, K & RK5	 (100A Max)	 	 Ferraz
60	 (150A Max)	 	 	 Shawmut
	 		  H, K & RK5	 A50P or lower
	 		  (60A Max)	 let-through
				    semiconductor 
100				    fuses 
				    (100A Max)

HNF Type Switches

f
f

	 Short Circuit Withstand Rating and Fuse Class

	 With Line Side Fusing	 With Load Side Fusinga

Ampere	 5 kA at	 10 kA at	 18 kA at	 5 kA at	 18 kA at
Rating	 600V Max	 600V Max	 480V Max	 480V Max	 480V Max

16	 RK5	 —	 —	 —	 —	 (50A Max)

25 & 30	 RK5	 —	 —	 —	 —	 (80A Max)

63	 RK5	 —	 —	 —	 —	 (175A Max)

100 &	 —	 RK5	 —	 —	 —125		  (200A Max)

3LD2 Type Switchesh

UL and CUL Short Circuit Withstand Ratings

Note:	 3LD2 Type switches only have top and bottom end KOs as follows:
16-30A - 1/2” & 3/4”, 63A - 3/4” & 1”, 100 & 25A - 1” & 1 1/4”

Enclosed Disconnect Switch Dimensions (Inches)*
Catalog	 Ampere	 Fig.	 Dimensions
Number	 Rating	 No.	 A	 B	 C	 D
3LD2064-	 16		  5.52d	 3.94	 3.19	 4.57
3LD2164-	 25		  5.52d	 3.94	 3.19	 4.57
3LD2264-	 30	 1	 5.52d	 3.94	 3.19	 4.57
3LD2565-	 63		  6.93e	 5.75	 4.10	 5.87
3LD2766-	 100		  11.90	 8.35	 5.36	 7.13
3LD2866-	 125		  11.90	 8.35	 5.36	 7.13

Enclosed Switches
Rotary Disconnect Switches	 Selection�


