
Excel Life™

Mechanism, 770 Illumination Kit, Blue LED
CAT NO. EM770LEDWE, EM770LEDUG, EM770LEDBL

Data Sheet

Cat No. EM770LEDWE, EM770LEDUG, EM770LEDBL

Description Excel LifeTM Mechanism, 770 Illumination Kit, Blue LED

Colour White (WE), Urban Grey (UG), Black (BL)

Supply voltage 230-240V a.c.

Stand-by power consumption 0.25W

Operating temperature 5° to 35° C

Standard AS/NZS 3133

Dimensions (W x H x D) 21 x 21 x 7mm



Single product

Cat No. Barcode

EM770LEDWE 9321001401001

EM770LEDUG 9321001414001

EM770LEDBL 9321001452706

Inner box (QTY 10)

Cat No. Barcode Dimensions (W x H x D)

EM770LEDWE 9321001403449 124 x 160 x 80mm

EM770LEDUG 9321001414469 124 x 160 x 80mm

EM770LEDBL 9321001453406 124 x 160 x 80mm

Outer box (QTY 120)

Cat No. Barcode Dimensions (W x H x D)

EM770LEDWE 9321001405887 260 x 340 x 260mm

EM770LEDUG 9321001414926 260 x 340 x 260mm

EM770LEDBL 9321001454120 260 x 340 x 260mm

HPM Legrand - AUS
1300 369 777
www.legrand.com.au
ABN 31 000 102 661

HPM Legrand - NZ
0800 476 009
www.legrand.co.nz

Refer to your group buying office, HPM Legrand Sales Representative or 
HPM Legrand Sales Office for pricing.

■  Fit any standard EM770 with this LED kit*
■  Blue LED
■  Power 0.25W

Note:  Low Impedance Load examples include incandescent, halogen, 
resistive loads. 
High Impedance Load examples include CFL’s, LED globes.

* Not compatible with EM770IM intermediate switch (Use EM770IMLEDWE).

Excel Life™

Mechanism, 770 Illumination Kit, Blue LED
CAT NO. EM770LEDWE, EM770LEDUG, EM770LEDBL

Wiring:Installation:
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1.  Standard switch 2. Remove ring 3. Insert new ring

4. Screws must be fully screwed in 5. Align the slot and push 6. Engage in slot

Please note: specifications are subject to change without prior notice.
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