
ORDERING INFORMATION
Catalog Number UPC Number Description (UOM) Qty. Case Qty. Weight (Each)

RFG1 730573250587
Two-piece split cable grommet for single cable

penetrations up to 0.27” (7 mm) diameter
1 Pack

10 Grommets per pack 10 Packs
0.21 lbs
(0.10 kg)

RFG2 730573250594
Two-piece split cable grommet for single or multiple

cable penetrations up to 0.53” (14 mm) diameter
1 Pack

10 Grommets per pack 10 Packs
0.40 lbs
(0.18 kg)

TEST STANDARDS: ASTM E814, UL 1479, CAN/ULC S115

EZ-Firestop® Grommets make sealing penetrations of individual or small bundles of cables through fire-rated 
gypsum board walls a snap. Molded from a premium polymer having a UL 94V-0 flammability rating with a soft 
foam inner core, EZ-Firestop® Grommets are plenum-tested and eliminate the need for conventional firestop 
products.

Features & Benefits
•  Great for single membrane or complete through-penetrations

• For single or multiple cables

•  Ideal for Alarm, Security or Wireless Access Point 
installations

•  Designed for 1 & 2 Hr Fire-Rated Gypsum Board Wall 
assemblies

• Professional finished appearance
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