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CHEMIN DE CÂBLE PEINT À COUVERCLE PLAT, NEMA TYPE 1 

NORMES DE L’INDUSTRIE

Homologué UL 870 ; N° de dossier E27524 
Homologué cUL selon CSA C22.2 No. 26 ; N° de dossier E27524 

NEMA/EEMAC Type 1 
CEI 60529

APPLICATION
Protège le câblage électrique dans les applications où la poussière, 
la saleté, l’huile et l’eau ne posent pas de sérieux problèmes. Ce 
chemin de câble peint présente une conception ouverte d’un côté 
qui permet de poser les fils et les câbles en toute sécurité tout au 
long du parcours sans traction, une pratique dangereuse qui risque 
de détériorer l’isolation. Une variété de longueurs et de raccords 
offre une grande flexibilité de conception.

CARACTÉRISTIQUES
• Fentes pour vis sur couvercles plats 
• La conception du couvercle plat permet un montage en surface
• Assemblage à couvercle ouvert 
• Disponible avec ou sans débouchures

SPÉCIFICATIONS
•  Couvercles et boîtiers en acier prépeint de calibre 16 et 14

FINITION
Peinture en poudre de polyester gris ANSI 61 à l’intérieur et à 
l’extérieur.

http://hoffman.nvent.com/en/hoffman/lay-in-flat-cover-type-1
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Produit standard  Tableau de sélection

Description
2.50 x 2.50 po
(64 x 64 mm)

3.00 x 3.00 po
(76 x 76 mm)

4.00 x 4.00 po
(102 x 102 mm)

6.00 x 6.00 po
(152 x 152 mm)

8.00 x 8.00 po
(203 x 203 mm)

10.00 x 10.00 po
(254 x 254 mm)

12.00 x 12.00 po
(305 x 305 mm)

Section droite de 12,00 po (305 mm) avec débouchures F22T112GVPWK — F44T112GVPWK F66T112GVPWK F88T112GVPWK — F1212T112GVPWK
Section droite de 12,00 po (305 mm) sans débouchures F22T112GVP — F44T112GVP F66T112GVP F88T112GVP F1010T112GVP F1212T112GVP
Section droite de 455 mm (18,00 po) sans débouchures — — F44T118GVP F66T118GVP F88T118GVP — —
Section droite de 24,00 po (610 mm) avec débouchures F22T124GVPWK — F44T124GVPWK F66T124GVPWK F88T124GVPWK — F1212T124GVPWK
Section droite de 24,00 po (610 mm) sans débouchures F22T124GVP — F44T124GVP F66T124GVP F88T124GVP F1010T124GVP F1212T124GVP
Section droite de 914 mm (36,00 po) avec débouchures F22T136GVPWK — F44T136GVPWK F66T136GVPWK F88T136GVPWK — F1212T136GVPWK
Section droite de 914 mm (36,00 po) sans débouchures F22T136GVP — F44T136GVP F66T136GVP F88T136GVP F1010T136GVP F1212T136GVP
Section droite de 48,00 po (1219 mm) sans débouchures F22T148GVPWK — F44T148GVPWK F66T148GVPWK F88T148GVPWK — F1212T148GVPWK
Section droite de 48,00 po (1219 mm) avec débouchures F22T148GVP — F44T148GVP F66T148GVP F88T148GVP F1010T148GVP F1212T148GVP
Section droite de 60,00 po (1524 mm) avec débouchures F22T160GVPWK — F44T160GVPWK F66T160GVPWK F88T160GVPWK — F1212T160GVPWK
Section droite de 60,00 po (1524 mm) sans débouchures F22T160GVP F33T160GVP F44T160GVP F66T160GVP F88T160GVP F1010T160GVP F1212T160GVP
Section droite de 72,00 po (1829 mm) avec débouchures — — F44T172GVPWK F66T172GVPWK — — —
Section droite de 72,00 po (1829 mm) sans débouchures — — F44T172GVP F66T172GVP F88T172GVP F1010T172GVP —
Section droite de 96,00 po (2438 mm) sans débouchures — — F44T196GVP F66T196GVP F88T196GVP F1010T196GVP F1212T196GVP
Section droite de 120,00 po (3048-mm) avec débouchures F22T1120GVPWK — F44T1120GVPWK F66T1120GVPWK — — —
Section droite de 120,00 po (3048-mm) sans débouchures F22T1120GVP F33T1120GVP F44T1120GVP F66T1120GVP F88T1120GVP F1010T1120GVP F1212T1120GVP
TÉ à 90° F22GT F33GT F44GT F66GT F88GT F1010GT F1212GT
TÉ à grand rayon F22T — F44T F66T F88T F1010T F1212T
Raccord en croix F22X — F44X F66X F88X F1010X F1212X
Coude à 90° à grand rayon F22G90SE — F44G90SE F66G90SE F88G90SE F1010G90SE F1212G90SE
Coude à 90° - TÉ-Croix F22G90TX F33G90TX F44G90TX F66G90TX F88G90TX F1010G90TX F1212G90TX
Coude à 90° F22G90E F33G90E F44G90E F66G90E F88G90E F1010G90E F1212G90E
Coude à 90° Ouverture extérieure F2290EOUT — F4490EOUT F6690EOUT F8890EOUT F101090EOUT F121290EOUT
Coude à 90° Ouverture intérieure F2290EIN — F4490EIN F6690EIN F8890EIN F101090EIN F121290EIN
Coude à 45° F22G45E F33G45E F44G45E F66G45E F88G45E F1010G45E F1212G45E

Raccord télescopiquea F22GA — F44GA F66GA F88GA F1010GA F1212GA

Adaptateur ouvert F22GOA — F44GOA F66GOA F88GOA F1010GOA F1212GOA
Adaptateur de boîtier F22GPA F33GPA F44GPA F66GPA F88GPA F1010GPA F1212GPA
Plaque de fermeture avec débouchures F22GCP — F44GCP F66GCP F88GCP F1010GCP F1212GCP
Plaque de fermeture sans débouchures F22GCPNK F33GCPNK F44GCPNK F66GCPNK F88GCPNK F1010GCPNK F1212GCPNK
Réducteur — F33G22R F44G22R

F44G33R
F66G44R F88G66R F1010G88R F1212G88R

F1212G1010R
Support et équerre de suspension F22GDB — F44GDB F66GDB F88GDB F1010GDB F1212GDB
Plaque de soutien F22GSH — F44GSH F66GSH F88GSH F1010GSH F1212GSH
Connecteur universel en U F22GUC F33GUC F44GUC F66GUC F88GUC F1010GUC F1212GUC
Ensemble de barrières, à boulonner
Chaque barrière a une longueur de 60.00 po. (1524 mm)

— F33BK60 F44BK60 F66BK60 F88BK60 — —

aNon homologué UL/cUL

SECTION DROITE

Disponible en longueurs de 12,00 (305 mm) à 120,00 (3048 mm), 
avec ou sans débouchures. 

BULLETIN: F40FC
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 Section droite

Numéro de catalogue AxBxC po AxBxC mm

Nombre de 
débouchures,
.50 po-.75 po

Nombre de 
débouchures,
1.00 po-1.25 po F (po) F (mm) X (po) X (mm) Y (po) Y (mm)

F22T112GVPWK 2.50 x 2.50 x 12.00 64 x 64 x 305 8 — 1.06 27 3.00 76 6.00 152
F22T112GVP 2.50 x 2.50 x 12.00 64 x 64 x 305 — — — — — — — —
F22T124GVPWK 2.50 x 2.50 x 24.00 64 x 64 x 610 16 — 1.06 27 6.00 152 12.00 305
F22T124GVP 2.50 x 2.50 x 24.00 64 x 64 x 610 — — — — — — — —
F22T136GVPWK 2.50 x 2.50 x 36.00 64 x 64 x 610 24 — 1.06 27 6.00 152 12.00 305
F22T136GVP 2.50 x 2.50 x 36.00 64 x 64 x 914 — — — — — — — —
F22T148GVPWK 2.50 x 2.50 x 48.00 64 x 64 x 1219 32 — 1.06 27 6.00 152 12.00 305
F22T148GVP 2.50 x 2.50 x 48.00 64 x 64 x 1219 — — — — — — — —
F22T160GVPWK 2.50 x 2.50 x 60.00 64 x 64 x 1524 40 — 1.06 27 6.00 152 12.00 305
F22T160GVP 2.50 x 2.50 x 60.00 64 x 64 x 1524 — — — — — — — —
F22T1120GVPWK 2.50 x 2.50 x 120.00 64 x 64 x 3048 80 — 1.06 27 6.00 152 12.00 305
F22T1120GVP 2.50 x 2.50 x 120.00 64 x 64 x 3048 — — — — — — — —
F33T160GVP 3.00 x 3.00 x 60.00 76 x 76 x 1524 — — — — — — — —
F33T1120GVP 3.00 x 3.00 x 120.00 76 x 76 x 3048 — — — — — — — —
F44T112GVPWK 4.00 x 4.00 x 12.00 102 x 102 x 305 4 4 1.62 41 3.00 76 6.00 152
F44T112GVP 4.00 x 4.00 x 12.00 102 x 102 x 305 — — — — — — — —
F44T118GVP 4.00 x 4.00 x 18.00 102 x 102 x 455 — — — — — — — —
F44T124GVPWK 4.00 x 4.00 x 24.00 102 x 102 x 610 8 8 1.62 41 6.00 152 12.00 305
F44T124GVP 4.00 x 4.00 x 24.00 102 x 102 x 610 — — — — — — — —
F44T136GVPWK 4.00 x 4.00 x 36.00 102 x 102 x 914 12 12 1.62 41 6.00 152 12.00 305
F44T136GVP 4.00 x 4.00 x 36.00 102 x 102 x 914 — — — — — — — —
F44T148GVPWK 4.00 x 4.00 x 48.00 102 x 102 x 1219 16 16 1.62 41 6.00 152 12.00 305
F44T148GVP 4.00 x 4.00 x 48.00 102 x 102 x 1219 — — — — — — — —
F44T160GVPWK 4.00 x 4.00 x 60.00 102 x 102 x 1524 20 20 1.62 41 6.00 152 12.00 305
F44T160GVP 4.00 x 4.00 x 60.00 102 x 102 x 1524 — — — — — — — —
F44T172GVPWK 4.00 x 4.00 x 72.00 102 x 102 x 1829 24 24 1.62 41 6.00 152 12.00 305
F44T172GVP 4.00 x 4.00 x 72.00 102 x 102 x 1829 — — — — — — — —
F44T196GVP 4.00 x 4.00 x 96.00 102 x 102 x 2438 — — — — 6.00 152 12.00 305
F44T1120GVPWK 4.00 x 4.00 x 120.00 102 x 102 x 3048 40 40 1.62 41 6.00 152 12.00 305
F44T1120GVP 4.00 x 4.00 x 120.00 102 x 102 x 3048 — — — — — — — —
F66T112GVPWK 6.00 x 6.00 x 12.00 152 x 152 x 305 4 4 1.62 41 6.00 152 12.00 305
F66T112GVP 6.00 x 6.00 x 12.00 152 x 152 x 305 — — — — — — — —
F66T118GVP 6.00 x 6.00 x 18.00 152 x 152 x 455 — — — — — — — —
F66T124GVPWK 6.00 x 6.00 x 24.00 152 x 152 x 610 8 8 1.62 41 6.00 152 12.00 305
F66T124GVP 6.00 x 6.00 x 24.00 152 x 152 x 610 — — — — — — — —
F66T136GVPWK 6.00 x 6.00 x 36.00 152 x 152 x 914 12 12 1.62 41 6.00 152 12.00 305
F66T136GVP 6.00 x 6.00 x 36.00 152 x 152 x 914 — — — — — — — —
F66T148GVPWK 6.00 x 6.00 x 48.00 152 x 152 x 1219 16 16 1.62 41 6.00 152 12.00 305
F66T148GVP 6.00 x 6.00 x 48.00 152 x 152 x 1219 — — — — — — — —
F66T160GVPWK 6.00 x 6.00 x 60.00 152 x 152 x 1524 20 20 1.62 41 6.00 152 12.00 305
F66T160GVP 6.00 x 6.00 x 60.00 152 x 152 x 1524 — — — — — — — —
F66T172GVPWK 6.00 x 6.00 x 72.00 152 x 152 x 1829 24 24 1.62 41 6.00 152 12.00 305
F66T172GVP 6.00 x 6.00 x 72.00 152 x 152 x 1829 — — — — — — — —
F66T196GVP 6.00 x 6.00 x 96.00 152 x 152 x 2438 — — — — 6.00 152 12.00 305
F66T1120GVPWK 6.00 x 6.00 x 120.00 152 x 152 x 3048 40 40 1.62 41 6.00 152 12.00 305
F66T1120GVP 6.00 x 6.00 x 120.00 152 x 152 x 3048 — — — — — — — —
F88T112GVPWK 8.00 x 8.00 x 12.00 203 x 203 x 305 4 4 1.62 41 3.00 76 6.00 152
F88T112GVP 8.00 x 8.00 x 12.00 203 x 203 x 305 — — — — — — — —
F88T118GVP 8.00 x 8.00 x 18.00 203 x 203 x 457 — — — — — — — —
F88T124GVPWK 8.00 x 8.00 x 24.00 203 x 203 x 610 8 8 1.62 41 6.00 152 12.00 305
F88T124GVP 8.00 x 8.00 x 24.00 203 x 203 x 610 — — — — — — — —
F88T136GVPWK 8.00 x 8.00 x 36.00 203 x 203 x 914 12 12 1.62 41 6.00 152 12.00 305
F88T136GVP 8.00 x 8.00 x 36.00 203 x 203 x 914 — — — — — — — —
F88T148GVPWK 8.00 x 8.00 x 48.00 203 x 203 x 1219 16 16 1.62 41 6.00 152 12.00 305
F88T148GVP 8.00 x 8.00 x 48.00 203 x 203 x 1219 — — — — — — — —
F88T160GVPWK 8.00 x 8.00 x 60.00 203 x 203 x 1524 20 20 1.62 41 6.00 152 12.00 305
F88T160GVP 8.00 x 8.00 x 60.00 203 x 203 x 1524 — — — — — — — —
F88T172GVP 8.00 x 8.00 x 72.00 203 x 203 x 1829 — — — — — — — —
F88T196GVP 8.00 x 8.00 x 96.00 203 x 203 x 2438 — — — — 6.00 152 12.00 305
F88T1120GVP 8.00 x 8.00 x 120.00 203 x 203 x 3048 — — — — — — — —
F1010T112GVP 10.00 x 10.00 x 12.00 254 x 254 x 305 — — — — — — — —
F1010T124GVP 10.00 x 10.00 x 24.00 254 x 254 x 610 — — — — — — — —
F1010T136GVP 10.00 x 10.00 x 36.00 254 x 254 x 914 — — — — — — — —
F1010T148GVP 10.00 x 10.00 x 48.00 254 x 254 x 1219 — — — — — — — —
F1010T160GVP 10.00 x 10.00 x 60.00 254 x 254 x 1524 — — — — — — — —
F1010T172GVP 10.00 x 10.00 x 72.00 254 x 254 x 1829 — — — — — — — —
F1010T196GVP 10.00 x 10.00 x 96.00 254 x 254 x 2438 — — — — 6.00 152 12.00 30
F1010T1120GVP 10.00 x 10.00 x 120.00 254 x 254 x 3048 — — — — — — — —
F1212T112GVPWK 12.00 x 12.00 x 12.00 305 x 305 x 305 4 4 1.62 41 3.00 76 6.00 152
F1212T112GVP 12.00 x 12.00 x 12.00 305 x 305 x 305 — — — — — — — —
F1212T124GVPWK 12.00 x 12.00 x 24.00 305 x 305 x 610 8 8 1.62 41 6.00 152 12.00 305
F1212T124GVP 12.00 x 12.00 x 24.00 305 x 305 x 610 — — — — — — — —
F1212T136GVPWK 12.00 x 12.00 x 36.00 305 x 305 x 914 12 12 1.62 41 6.00 152 12.00 305
F1212T136GVP 12.00 x 12.00 x 36.00 305 x 305 x 914 — — — — — — — —
F1212T148GVPWK 12.00 x 12.00 x 48.00 305 x 305 x 1219 16 16 1.62 41 6.00 152 12.00 305
F1212T148GVP 12.00 x 12.00 x 48.00 305 x 305 x 1219 — — — — — — — —
F1212T160GVPWK 12.00 x 12.00 x 60.00 305 x 305 x 1524 20 20 1.62 41 6.00 152 12.00 305
F1212T160GVP 12.00 x 12.00 x 60.00 305 x 305 x 1524 — — — — — — — —
F1212T196GVP 12.00 x 12.00 x 96.00 305 x 305 x 2438 — — — — 6.00 152 12.00 305
F1212T1120GVP 12.00 x 12.00 x 120.00 305 x 305 x 3048 — — — — — — — —

http://hoffman.nvent.com/en/hoffman/F22T112GVPWK
http://hoffman.nvent.com/en/hoffman/F22T112GVP
http://hoffman.nvent.com/en/hoffman/F22T124GVPWK
http://hoffman.nvent.com/en/hoffman/F22T124GVP
http://hoffman.nvent.com/en/hoffman/F22T136GVPWK
http://hoffman.nvent.com/en/hoffman/F22T136GVP
http://hoffman.nvent.com/en/hoffman/F22T148GVPWK
http://hoffman.nvent.com/en/hoffman/F22T148GVP
http://hoffman.nvent.com/en/hoffman/F22T160GVPWK
http://hoffman.nvent.com/en/hoffman/F22T160GVP
http://hoffman.nvent.com/en/hoffman/F22T1120GVPWK
http://hoffman.nvent.com/en/hoffman/F22T1120GVP
http://hoffman.nvent.com/en/hoffman/F33T160GVP
http://hoffman.nvent.com/en/hoffman/F33T1120GVP
http://hoffman.nvent.com/en/hoffman/F44T112GVPWK
http://hoffman.nvent.com/en/hoffman/F44T112GVP
http://hoffman.nvent.com/en/hoffman/F44T118GVP
http://hoffman.nvent.com/en/hoffman/F44T124GVPWK
http://hoffman.nvent.com/en/hoffman/F44T124GVP
http://hoffman.nvent.com/en/hoffman/F44T136GVPWK
http://hoffman.nvent.com/en/hoffman/F44T136GVP
http://hoffman.nvent.com/en/hoffman/F44T148GVPWK
http://hoffman.nvent.com/en/hoffman/F44T148GVP
http://hoffman.nvent.com/en/hoffman/F44T160GVPWK
http://hoffman.nvent.com/en/hoffman/F44T160GVP
http://hoffman.nvent.com/en/hoffman/F44T172GVPWK
http://hoffman.nvent.com/en/hoffman/F44T172GVP
http://hoffman.nvent.com/en/hoffman/F44T172GVP
http://hoffman.nvent.com/en/hoffman/F44T1120GVPWK
http://hoffman.nvent.com/en/hoffman/F44T1120GVP
http://hoffman.nvent.com/en/hoffman/F66T112GVPWK
http://hoffman.nvent.com/en/hoffman/F66T112GVP
http://hoffman.nvent.com/en/hoffman/F66T118GVP
http://hoffman.nvent.com/en/hoffman/F66T124GVPWK
http://hoffman.nvent.com/en/hoffman/F66T124GVP
http://hoffman.nvent.com/en/hoffman/F66T136GVPWK
http://hoffman.nvent.com/en/hoffman/F66T136GVP
http://hoffman.nvent.com/en/hoffman/F66T148GVPWK
http://hoffman.nvent.com/en/hoffman/F66T148GVP
http://hoffman.nvent.com/en/hoffman/F66T160GVPWK
http://hoffman.nvent.com/en/hoffman/F66T160GVP
http://hoffman.nvent.com/en/hoffman/F66T172GVPWK
http://hoffman.nvent.com/en/hoffman/F66T172GVP
http://hoffman.nvent.com/en/hoffman/F66T172GVP
http://hoffman.nvent.com/en/hoffman/F66T1120GVPWK
http://hoffman.nvent.com/en/hoffman/F66T1120GVP
http://hoffman.nvent.com/en/hoffman/F88T112GVPWK
http://hoffman.nvent.com/en/hoffman/F88T112GVP
http://hoffman.nvent.com/en/hoffman/F88T118GVP
http://hoffman.nvent.com/en/hoffman/F88T124GVPWK
http://hoffman.nvent.com/en/hoffman/F88T124GVP
http://hoffman.nvent.com/en/hoffman/F88T136GVPWK
http://hoffman.nvent.com/en/hoffman/F88T136GVP
http://hoffman.nvent.com/en/hoffman/F88T148GVPWK
http://hoffman.nvent.com/en/hoffman/F88T148GVP
http://hoffman.nvent.com/en/hoffman/F88T160GVPWK
http://hoffman.nvent.com/en/hoffman/F88T160GVP
http://hoffman.nvent.com/en/hoffman/F88T172GVP
http://hoffman.nvent.com/en/hoffman/F88T172GVP
http://hoffman.nvent.com/en/hoffman/F88T1120GVP
http://hoffman.nvent.com/en/hoffman/F1010T112GVP
http://hoffman.nvent.com/en/hoffman/F1010T124GVP
http://hoffman.nvent.com/en/hoffman/F1010T136GVP
http://hoffman.nvent.com/en/hoffman/F1010T148GVP
http://hoffman.nvent.com/en/hoffman/F1010T160GVP
http://hoffman.nvent.com/en/hoffman/F1010T172GVP
http://hoffman.nvent.com/en/hoffman/F1010T172GVP
http://hoffman.nvent.com/en/hoffman/F1010T1120GVP
http://hoffman.nvent.com/en/hoffman/F1212T112GVPWK
http://hoffman.nvent.com/en/hoffman/F1212T112GVP
http://hoffman.nvent.com/en/hoffman/F1212T124GVPWK
http://hoffman.nvent.com/en/hoffman/F1212T124GVP
http://hoffman.nvent.com/en/hoffman/F1212T136GVPWK
http://hoffman.nvent.com/en/hoffman/F1212T136GVP
http://hoffman.nvent.com/en/hoffman/F1212T148GVPWK
http://hoffman.nvent.com/en/hoffman/F1212T148GVP
http://hoffman.nvent.com/en/hoffman/F1212T160GVPWK
http://hoffman.nvent.com/en/hoffman/F1212T160GVP
http://hoffman.nvent.com/en/hoffman/F1212T160GVP
http://hoffman.nvent.com/en/hoffman/F1212T1120GVP
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TÉ À 90 DEGRÉS
Pour montage en surface verticale ou horizontale. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
G 
po/mm

F22GT 2.50 x 2.50 
64 x 64

4.50
114

F33GT 3.00 x 3.00 
76 x 76

5.00
127

F44GT 4.00 x 4.00 
102 x 102

6.00
152

F66GT 6.00 x 6.00 
152 x 152

8.00
203

F88GT 8.00 x 8.00 
203 x 203

10.00
254

F1010GT 10.00 x 10.00 
254 x 254

12.00
305

F1212GT 12.00 x 12.00 
305 x 305

14.00
356

 
TÉ À GRAND RAYON
Pour les grands rayons de courbure. Se monte contre des surfaces 
verticales ou horizontales. Couvercles supérieurs et intérieurs 
démontables. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
J 
po/mm

V 
po/mm

F22T 2.50 x 2.50 
64 x 64

6.50
165

10.35
263

F44T 4.00 x 4.00 
102 x 102

8.00
203

11.85
301

F66T 6.00 x 6.00 
152 x 152

10.00
254

13.85
352

F88T 8.00 x 8.00 
203 x 203

12.00
305

15.84
402

F1010T 10.00 x 10.00 
254 x 254

14.00
356

17.84
453

F1212T 12.00 x 12.00 
305 x 305

16.00
406

19.84
504

RACCORD EN CROIX
Pour acheminer les câbles dans quatre directions. Couvercles 
supérieurs, inférieurs et latéraux démontables. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
V 
po/mm

F22X 2.50 x 2.50 
64 x 64

10.35
263

F44X 4.00 x 4.00 
102 x 102

11.85
301

F66X 6.00 x 6.00 
152 x 152

13.85
352

F88X 8.00 x 8.00 
203 x 203

15.84
402

F1010X 10.00 x 10.00 
254 x 254

17.84
453

F1212X 12.00 x 12.00 
305 x 305

19.84
504

COUDE DE 90 DEGRÉS À GRAND RAYON
Pour les courbes à grand rayon.

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
L 
po/mm

F22G90SE 2.50 x 2.50 
64 x 64

7.91
201

F44G90SE 4.00 x 4.00 
102 x 102

9.41
239

F66G90SE 6.00 x 6.00 
152 x 152

11.34
288

F88G90SE 8.00 x 8.00 
203 x 203

13.44
341

F1010G90SE 10.00 x 10.00 
254 x 254

15.62
395

F1212G90SE 12.00 x 12.00 
305 x 305

17.44
443

http://hoffman.nvent.com/en/hoffman/F22GT
http://hoffman.nvent.com/en/hoffman/F33GT
http://hoffman.nvent.com/en/hoffman/F44GT
http://hoffman.nvent.com/en/hoffman/F66GT
http://hoffman.nvent.com/en/hoffman/F88GT
http://hoffman.nvent.com/en/hoffman/F1010GT
http://hoffman.nvent.com/en/hoffman/F1212GT
http://hoffman.nvent.com/en/hoffman/Sweep-Tee
http://hoffman.nvent.com/en/hoffman/F22T
http://hoffman.nvent.com/en/hoffman/F44T
http://hoffman.nvent.com/en/hoffman/F66T
http://hoffman.nvent.com/en/hoffman/F88T
http://hoffman.nvent.com/en/hoffman/F1010T
http://hoffman.nvent.com/en/hoffman/F1212T
http://hoffman.nvent.com/en/hoffman/Cross-Fitting-3204
http://hoffman.nvent.com/en/hoffman/F22X
http://hoffman.nvent.com/en/hoffman/F44X
http://hoffman.nvent.com/en/hoffman/F66X
http://hoffman.nvent.com/en/hoffman/F88X
http://hoffman.nvent.com/en/hoffman/F1010X
http://hoffman.nvent.com/en/hoffman/F1212X
http://hoffman.nvent.com/en/hoffman/F22G90SE
http://hoffman.nvent.com/en/hoffman/F44G90SE
http://hoffman.nvent.com/en/hoffman/F66G90SE
http://hoffman.nvent.com/en/hoffman/F88G90SE
http://hoffman.nvent.com/en/hoffman/F1010G90SE
http://hoffman.nvent.com/en/hoffman/F1212G90SE
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COUDE À 90 DEGRÉS - TÉ – CROIX
Forme des angles de 90 degrés à gauche ou à droite. Peut être 
utilisé comme TÉ ou Croix. S’utilise avec un adaptateur ouvert 
pour une entrée de câble par le haut et par le bas. Comprend deux 
plaques de fermeture. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
G 
po/mm

K 
po/mm

F22G90TX 2.50 x 2.50 
64 x 64

4.50
114

2.25
57

F33G90TX 3.00 x 3.00 
76 x 76

5.00
127

2.50
64

F44G90TX 4.00 x 4.00 
102 x 102

6.00
152

3.00
76

F66G90TX 6.00 x 6.00 
152 x 152

8.00
203

4.00
102

F88G90TX 8.00 x 8.00 
203 x 203

10.00
254

5.00
127

F1010G90TX 10.00 x 10.00 
254 x 254

12.00
305

6.00
152

F1212G90TX 12.00 x 12.00 
305 x 305

14.00
356

7.00
178

 
COUDE À 90 DEGRÉS
Chaque côté peut être enlevé, permettant ainsi de conserver la 
fonction d’allongement quel que soit l’orientation du coude. Les 
côtés sont maintenus ensemble par des vis. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
G 
po/mm

F22G90E 2.50 x 2.50 
64 x 64

4.50
114

F33G90E 3.00 x 3.00 
76 x 76

5.00
127

F44G90E 4.00 x 4.00 
102 x 102

6.00
152

F66G90E 6.00 x 6.00 
152 x 152

8.00
203

F88G90E 8.00 x 8.00 
203 x 203

10.00
254

F1010G90E 10.00 x 10.00 
254 x 254

12.00
305

F1212G90E 12.00 x 12.00 
305 x 305

14.00
356

 
COUDE À 90° - OUVERTURE EXTÉRIEURE
Pour un montage continu avec des angles de 90 degrés. Couvercles 
supérieurs, inférieurs et extérieurs amovibles. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
U 
po/mm

F2290EOUT 2.50 x 2.50 
64 x 64

6.50
165

F4490EOUT 4.00 x 4.00 
102 x 102

8.00
203

F6690EOUT 6.00 x 6.00 
152 x 152

10.00
254

F8890EOUT 8.00 x 8.00 
203 x 203

12.00
305

F101090EOUT 10.00 x 10.00 
254 x 254

14.00
356

F121290EOUT 12.00 x 12.00 
305 x 305

16.00
406

 
COUDE À 90° - OUVERTURE INTÉRIEURE
Pour un montage continu avec des angles de 90 degrés. Couvercles 
supérieurs et intérieurs démontables.

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
U 
po/mm

F2290EIN 2.50 x 2.50 
64 x 64

6.50
165

F4490EIN 4.00 x 4.00 
102 x 102

8.00
203

F6690EIN 6.00 x 6.00 
152 x 152

10.00
254

F8890EIN 8.00 x 8.00 
203 x 203

12.00
305

F101090EIN 10.00 x 10.00 
254 x 254

14.00
356

F121290EIN 12.00 x 12.00 
305 x 305

16.00
406

http://hoffman.nvent.com/en/hoffman/F22G90TX
http://hoffman.nvent.com/en/hoffman/F33G90TX
http://hoffman.nvent.com/en/hoffman/F44G90TX
http://hoffman.nvent.com/en/hoffman/F66G90TX
http://hoffman.nvent.com/en/hoffman/F88G90TX
http://hoffman.nvent.com/en/hoffman/F1010G90TX
http://hoffman.nvent.com/en/hoffman/F1212G90TX
http://hoffman.nvent.com/en/hoffman/F22G90E
http://hoffman.nvent.com/en/hoffman/F33G90E
http://hoffman.nvent.com/en/hoffman/F44G90E
http://hoffman.nvent.com/en/hoffman/F66G90E
http://hoffman.nvent.com/en/hoffman/F88G90E
http://hoffman.nvent.com/en/hoffman/F1010G90E
http://hoffman.nvent.com/en/hoffman/F1212G90E
http://hoffman.nvent.com/en/hoffman/F2290EOUT
http://hoffman.nvent.com/en/hoffman/F4490EOUT
http://hoffman.nvent.com/en/hoffman/F6690EOUT
http://hoffman.nvent.com/en/hoffman/F8890EOUT
http://hoffman.nvent.com/en/hoffman/F101090EOUT
http://hoffman.nvent.com/en/hoffman/F121290EOUT
http://hoffman.nvent.com/en/hoffman/F2290EIN
http://hoffman.nvent.com/en/hoffman/F4490EIN
http://hoffman.nvent.com/en/hoffman/F6690EIN
http://hoffman.nvent.com/en/hoffman/F8890EIN
http://hoffman.nvent.com/en/hoffman/F101090EIN
http://hoffman.nvent.com/en/hoffman/F121290EIN
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COUDE À 45 DEGRÉS
Pour un montage en continu avec des angles de 45 degrés. 
Couvercles supérieurs et intérieurs démontables. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
H 
po/mm

F22G45E 2.50 x 2.50 
64 x 64

2.75
70

F33G45E 3.00 x 3.00 
76 x 76

2.99
76

F44G45E 4.00 x 4.00 
102 x 102

3.38
86

F66G45E 6.00 x 6.00 
152 x 152

4.25
108

F88G45E 8.00 x 8.00 
203 x 203

5.06
129

F1010G45E 10.00 x 10.00 
254 x 254

6.00
152

F1212G45E 12.00 x 12.00 
305 x 305

6.75
171

 
RACCORD TÉLESCOPIQUE
La longueur s’ajuste facilement à environ 12,00 po. (305 mm). 
Aucune coupe ni soudure nécessaire. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
F22GA 2.50 x 2.50 

64 x 64
F44GA 4.00 x 4.00 

102 x 102
F66GA 6.00 x 6.00 

152 x 152
F88GA 8.00 x 8.00 

203 x 203
F1010GA 10.00 x 10.00 

254 x 254
F1212GA 12.00 x 12.00 

305 x 305

Ces produits ne sont pas répertoriés UL/cUL.

ADAPTATEUR OUVERT
S’utilise avec les raccords à 90 degrés – Coudes – TÉ- Croix afin de 
faciliter un montage vers le haut ou vers le bas. 

BULLETIN: F40PF

Numéro de catalogue G (po) G (mm)
F22GOA 4.50 114
F44GOA 6.00 152
F66GOA 8.00 203
F88GOA 10.00 254
F1010GOA 12.00 305
F1212GOA 14.00 356

 
ADAPTATEUR DE BOÎTIER
Un raccord à bride permettant de raccorder solidement le chemin 
de câble à un boîtier. 

BULLETIN: F40PF

Numéro de catalogue G (po) G (mm)
F22GPA 4.50 114
F33GPA 5.00 127
F44GPA 6.00 152
F66GPA 8.00 203
F88GPA 10.00 254
F1010GPA 12.00 305
F1212GPA 14.00 356

http://hoffman.nvent.com/en/hoffman/F22G45E
http://hoffman.nvent.com/en/hoffman/F33G45E
http://hoffman.nvent.com/en/hoffman/F44G45E
http://hoffman.nvent.com/en/hoffman/F66G45E
http://hoffman.nvent.com/en/hoffman/F88G45E
http://hoffman.nvent.com/en/hoffman/F1010G45E
http://hoffman.nvent.com/en/hoffman/F1212G45E
http://hoffman.nvent.com/en/hoffman/Telescope-Fitting-3203
http://hoffman.nvent.com/en/hoffman/F22GA
http://hoffman.nvent.com/en/hoffman/F44GA
http://hoffman.nvent.com/en/hoffman/F66GA
http://hoffman.nvent.com/en/hoffman/F88GA
http://hoffman.nvent.com/en/hoffman/F1010GA
http://hoffman.nvent.com/en/hoffman/F1212GA
http://hoffman.nvent.com/en/hoffman/Open-Adapter
http://hoffman.nvent.com/en/hoffman/F22GOA
http://hoffman.nvent.com/en/hoffman/F44GOA
http://hoffman.nvent.com/en/hoffman/F66GOA
http://hoffman.nvent.com/en/hoffman/F88GOA
http://hoffman.nvent.com/en/hoffman/F1010GOA
http://hoffman.nvent.com/en/hoffman/F1212GOA
http://hoffman.nvent.com/en/hoffman/Panel-Adapter-3205
http://hoffman.nvent.com/en/hoffman/F22GPA
http://hoffman.nvent.com/en/hoffman/F33GPA
http://hoffman.nvent.com/en/hoffman/F44GPA
http://hoffman.nvent.com/en/hoffman/F66GPA
http://hoffman.nvent.com/en/hoffman/F88GPA
http://hoffman.nvent.com/en/hoffman/F1010GPA
http://hoffman.nvent.com/en/hoffman/F1212GPA
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PLAQUE DE FERMETURE
Ferme l’extrémité d’une section ou d’un parcours de chemin de 
câble.  

BULLETIN: F40PF

Numéro de catalogue AxB po AxB mm Débouchures
F22GCP 2.50 x 2.50 64 x 64 Avec débouchures
F22GCPNK 2.50 x 2.50 64 x 64 Sans débouchures
F44GCP 4.00 x 4.00 102 x 102 Avec débouchures
F33GCPNK 3.00 x 3.00 76 x 76 Sans débouchures
F44GCPNK 4.00 x 4.00 102 x 102 Sans débouchures
F66GCP 6.00 x 6.00 152 x 152 Avec débouchures
F66GCPNK 6.00 x 6.00 152 x 152 Sans débouchures
F88GCP 8.00 x 8.00 203 x 203 Avec débouchures
F88GCPNK 8.00 x 8.00 203 x 203 Sans débouchures
F1010GCP 10.00 x 10.00 254 x 254 Avec débouchures
F1010GCPNK 10.00 x 10.00 254 x 254 Sans débouchures
F1212GCP 12.00 x 12.00 305 x 305 Avec débouchures
F1212GCPNK 12.00 x 12.00 305 x 305 Sans débouchures

SUPPORT ET ÉQUERRE DE SUSPENSIONS
Les équerres et les supports de suspension soutiennent un chemin 
de câbles. 

BULLETIN: F40PF

Numéro de 
catalogue

N max.
(po)

N max.
(mm)

P
(po)

P
(mm)

R
(po)

R
(mm)

S
(po)

S
(mm)

T
(po)

T
(mm)

F22GDB 8.50 216 4.50 114 3.38 86 7.25 184 3.75 95
F44GDB 10.50 267 6.00 152 4.12 105 9.25 235 4.50 114
F66GDB 15.00 381 7.12 181 5.12 130 13.75 349 5.50 140
F88GDB 21.00 533 10.81 275 7.00 178 13.75 349 7.75 197
F1010GDB 22.00 559 13.81 335 8.38 213 13.75 349 10.25 260
F1212GDB 23.00 584 15.56 395 9.78 248 13.75 349 12.50 318

PLAQUE DE SOUTIEN
Pour installation au sol ou murale. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
M 
po/mm

F22GSH 2.50 x 2.50 
64 x 64

4.62
117

F44GSH 4.00 x 4.00 
102 x 102

6.12
155

F66GSH 6.00 x 6.00 
152 x 152

8.12
206

F88GSH 8.00 x 8.00 
203 x 203

10.12
257

F1010GSH 10.00 x 10.00 
254 x 254

12.12
308

F1212GSH 12.00 x 12.00 
305 x 305

14.12
359

http://hoffman.nvent.com/en/hoffman/F22GCP
http://hoffman.nvent.com/en/hoffman/F22GCPNK
http://hoffman.nvent.com/en/hoffman/F44GCP
http://hoffman.nvent.com/en/hoffman/F33GCPNK
http://hoffman.nvent.com/en/hoffman/F44GCPNK
http://hoffman.nvent.com/en/hoffman/F66GCP
http://hoffman.nvent.com/en/hoffman/F66GCPNK
http://hoffman.nvent.com/en/hoffman/F88GCP
http://hoffman.nvent.com/en/hoffman/F88GCPNK
http://hoffman.nvent.com/en/hoffman/F1010GCP
http://hoffman.nvent.com/en/hoffman/F1010GCPNK
http://hoffman.nvent.com/en/hoffman/F1212GCP
http://hoffman.nvent.com/en/hoffman/F1212GCPNK
http://hoffman.nvent.com/en/hoffman/Drop-and-Bracket-Hangers
http://hoffman.nvent.com/en/hoffman/F22GDB
http://hoffman.nvent.com/en/hoffman/F44GDB
http://hoffman.nvent.com/en/hoffman/F66GDB
http://hoffman.nvent.com/en/hoffman/F88GDB
http://hoffman.nvent.com/en/hoffman/F1010GDB
http://hoffman.nvent.com/en/hoffman/F1212GDB
http://hoffman.nvent.com/en/hoffman/F22GSH
http://hoffman.nvent.com/en/hoffman/F44GSH
http://hoffman.nvent.com/en/hoffman/F66GSH
http://hoffman.nvent.com/en/hoffman/F88GSH
http://hoffman.nvent.com/en/hoffman/F1010GSH
http://hoffman.nvent.com/en/hoffman/F1212GSH
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CONNECTEUR UNIVERSEL EN U
Assemble les sections de chemins de câbles et les raccords. La 
partie supérieure pivote sur le côté pour conserver la fonction de 
mise en place. Un connecteur en U est requis à chaque jonction de 
câblage, à l’exception des raccords télescopiques, des adaptateurs 
de panneaux, des adaptateurs ouverts, des plaques de fermeture ou 
des réducteurs.  

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
F22GUC 2.50 x 2.50 

64 x 64
F33GUC 3.00 x 3.00 

76 x 76
F44GUC 4.00 x 4.00 

102 x 102
F66GUC 6.00 x 6.00 

152 x 152
F88GUC 8.00 x 8.00 

203 x 203
F1010GUC 10.00 x 10.00 

254 x 254
F1212GUC 12.00 x 12.00 

305 x 305

 
ENSEMBLE DE BARRIÈRES, À BOULONNER
Divise le chemin de câbles en deux ou plusieurs compartiments. Les 
barrières sont fixées aux sections du chemin de câbles à l’aide de 
vis. Des rondelles d’étanchéité sont incluses. 

BULLETIN: F20

Numéro de catalogue
W 
po/mm

F33BK60 2.00
51

F44BK60 3.00
76

F66BK60 4.50
114

F88BK60 6.00
152

 
RÉDUCTEUR
Réduit le passage de câbles à une dimension plus réduite. 

BULLETIN: F40PF

Numéro de catalogue AxB po/mm
F33G22R 3.00 x 3.00 

76 x 76
F44G22R 4.00 x 4.00 

102 x 102
F44G33R 4.00 x 4.00 

101 x 101
F66G44R 6.00 x 6.00 

152 x 152
F88G66R 8.00 x 8.00 

203 x 203
F1010G88R 10.00 x 10.00 

254 x 254
F1212G88R 12.00 x 12.00 

305 x 305
F1212G1010R 12.00 x 12.00 

305 x 305

http://hoffman.nvent.com/en/hoffman/F22GUC
http://hoffman.nvent.com/en/hoffman/F33GUC
http://hoffman.nvent.com/en/hoffman/F44GUC
http://hoffman.nvent.com/en/hoffman/F66GUC
http://hoffman.nvent.com/en/hoffman/F88GUC
http://hoffman.nvent.com/en/hoffman/F1010GUC
http://hoffman.nvent.com/en/hoffman/F1212GUC
http://hoffman.nvent.com/en/hoffman/Barrier-Kit-Bolt-On
http://hoffman.nvent.com/en/hoffman/F33BK60
http://hoffman.nvent.com/en/hoffman/F44BK60
http://hoffman.nvent.com/en/hoffman/F66BK60
http://hoffman.nvent.com/en/hoffman/F88BK60
http://hoffman.nvent.com/en/hoffman/Reducer
http://hoffman.nvent.com/en/hoffman/F33G22R
http://hoffman.nvent.com/en/hoffman/F44G22R
http://hoffman.nvent.com/en/hoffman/F44G33R
http://hoffman.nvent.com/en/hoffman/F66G44R
http://hoffman.nvent.com/en/hoffman/F88G66R
http://hoffman.nvent.com/en/hoffman/F1010G88R
http://hoffman.nvent.com/en/hoffman/F1212G88R
http://hoffman.nvent.com/en/hoffman/F1212G1010R

