
 

EINPOLIGER VERTEILERBLOCK, 250 A IEC, KABEL, 11 ANSCHLÜSSE, KUPFER

CATALOG NUMBER

UD-250A

CERTIFICATIONS

    

FEATURES
Verzinnter Kupfer- oder Aluminiumblock ermöglicht Kupfer- oder Aluminiumleiterverbindungen

Schraubenabdeckung ist klappbar und abnehmbar

Konstruktion ermöglicht eine Sichtprüfung des Leiters und Bestätigung der Verbindung

Modular können weitere Blöcke, zum mehrpoligen Verteilerblock angereiht werden.

einfache Befestigung mit Klammern an DIN-Schiene oder mit Schrauben am Panel

95% fill ratio

RoHS-konform

Conforms to EN 45545 obtaining an HL3 classification for chapter R23 and HL2 classification for chapter R22

Halogenfrei

PRODUKTMERKMALE
Article Number: 569040

Finish: Verzinnt

Max Current Rating, IEC: 250 A

Max Current Rating, UL/CSA: 255 A

Line Side Connection: Kabel

Load Side Connection: 11 Kabel

Material: Copper; Thermoplastic

https://origin-nvent.nvent.com/de-de/eriflex


Line Side Max Conductor Size, IEC: 120 mm²

Load Side Max Conductor Size, IEC: 35 mm²

Max Working Voltage, IEC (Ui): 1000

Max Working Voltage, UL (Vin): 600

Short Term Withstand Current (Icw) 1s: 24,5 kA

Peak Short Circuit Current (Ipk): 51 kA

Rated Conditional Short-Circuit Current (Icc): 24,3 kA

Short Circuit Current Rating (SCCR): 100 kA

Line Side Number of Connections: 1

Line Side Compact Stranded Wire Size: 35 - 120 mm²

Line Side Wire Size: 6 – 250

Load Side Number of Connections: 11

Load Side Compact Stranded Wire Size: (2) 6 - 35 mm²; (4) 2,5 - 10 mm²; (5) 2,5 - 16 mm²

Load Side Stranded Wire Size - Ferrule: (2) 6 - 25 mm²; (4) 2,5 - 10 mm²; (5) 2,5 - 16 mm²

Load Side Wire Size: (2) #10 - #1; (4) #14 - #6; (5) #14 - #4

Enclosure Rating: IP 20

Depth (D): 50﻿﻿ mm

Height (H): 96﻿﻿ mm

Width (W): 49﻿﻿ mm

Unit Weight: 0,42 kg

Certification Details: UL® 1059

Flammability Rating: UL® 94V-0

Complies With: IEC® 60947-7-1

ADDITIONAL PRODUCT DETAILS

Increase the number of outputs with one input using a jumper on blocks with a Max Current Rating, IEC up to 160 A.

Blocks with 1,000 VAC/DC Max Working Voltage, UL are ideal for solar applications.

Design Guideline for Distribution Blocks, Power Blocks and Power Terminals

Derating according to Ambient* Temperature (°C) to maintain working temperature of 85°C

Umgebungstemperatur (° C) 30° 35° 40° 45 ° 50° 55° 60° 65° 70° 75°

Korrektur-Faktor(d) 1 1 1 0.94 0.88 0.82 0.75 0.67 0.58 0.47

* Umgebung um die Klemmenblöcke innerhalb des Gehäuses
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DIAGRAMS

  

WARNUNG
nVent-Produkte müssen in Übereinstimmung mit den Produktinformationsblättern und dem Schulungsmaterial von nVent
installiert und verwendet werden. Informationsblätter sind verfügbar unter www.nVent.com sowie bei Ihrem nVent-
Kundendienstvertreter. Unsachgemäße Installation, Missbrauch, Fehlanwendung oder andere Handlungen im Widerspruch zu
den Anweisungen und Warnungen von nVent können zu Fehlfunktionen, Anlagenschäden, schwerer Körperverletzung sowie zum
Tod führen und/oder haben die Annullierung der Garantie zur Folge.

Nordamerika
+1.800.753.9221
Option 1 – Customer Care
Option 2 – Technical Support

 

Europa
Netherlands:
+31 800-0200135
France:
+33 800 901 793  

Europa
Germany:
800 1890272
Other Countries:
+31 13 5835404  

APAC
Shanghai:
+ 86 21 2412 1618/19
Sydney:
+61 2 9751 8500

 

© 2024 nVent. All nVent marks and logos are owned or licensed by nVent Services GmbH or its affiliates. All other trademarks are the property of
their respective owners.
nVent reserves the right to change specifications without notice. 

Our powerful portfolio of brands:
nVent.com CADDY ERICO HOFFMAN RAYCHEM SCHROFF
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